
CHERRY KC 1068

Models may vary from the image shown

Easily-to-clean watertight corded keyboard

CHERRY KC 1068 meets the requirements of IP 68
protection class and is protected against dust, dirt and
liquids. It provides CHERRY quality in design, reliability and
function for all hygiene-critical areas.

Key benefits
• IP 68 tested - protected against dust, dirt and liquids (up to a
  depth of 1 m)
• Standard keyboard in heat-sealed protective case
• Resistant to water, detergent, isopropyl alcohol and diesel 
  Info: Keyboard can be disinfected
• Up to 10 million keystrokes
• Ultra flat for optimal comfort - a marked improvement in
  typing comfort compared to traditional IP 68 keyboards
• Whisper keystroke technology - creates less typing noise,
  e.g. with many busy typists
• Tactile key response
• Easy to install with Plug & Play using the USB connection

Technical Data:
Layout (country or language):
Product dependant, see table "Models"
Housing colour:
Product dependant, see table "Models"
Key colour:
Product dependant, see table "Models"
Weight (product):
574 g
Total weight (with packaging):
746 g

Cable Length:
approx. 1.80 m
Storage Temperature:
-20°C to 50°C
Operating Temperature:
0°C to 50°C
Current Consumption:
max. 50 mA
Interface:
• USB
Product approvals:
• c-tick
• UL
• CE
• FCC
• BSMI
• TÜV-Süd/GS
System requirements:
• USB connection
Delivery Volume:
• CHERRY KC 1068
• Operating instructions in hard copy
Dimensions (product):
460 x 172 x 23 mm
Packaging dimensions:
475 x 220 x 28 mm
Reliability:
• MTBF (90) > 80,000 hours
Keyboard:
• Key technology: LPK
• Protection class: IP68
• Service life, standard key: > 10 million key operations
• Number of Keys: Product dependant, see table "Models"
• Number of additional keys: 4
Packaging Unit:
• Number of products in the master package: 6
• Number of master packages per pallet: 32
Warranty:
2 years

Errors, technical changes and delivery possibilities excepted.
Technical information refers only to the specifications of the
products. Features may differ from the information provided.
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Models: 
(possible country/layout versions, others available on request)
 Product name Order

number
EAN code Layout (country

or language)
Housing
colour

Key
colour

Number of
Keys

1 CHERRY KC 1068 JK-1068BE-0 4025112085147 Belgium pale grey pale grey 105+4
2 CHERRY KC 1068 JK-1068BE-2 4025112085154 Belgium black black 105+4
3 CHERRY KC 1068 JK-1068CH-2 4025112085161 Switzerland black black 105+4
4 CHERRY KC 1068 JK-1068DE-0 4025112085178 Germany pale grey pale grey 105+4
5 CHERRY KC 1068 JK-1068DE-2 4025112085185 Germany black black 105+4
6 CHERRY KC 1068 JK-1068ES-0 4025112085192 Spain pale grey pale grey 105+4
7 CHERRY KC 1068 JK-1068ES-2 4025112085208 Spain black black 105+4
8 CHERRY KC 1068 JK-1068EU-0 4025112085215 US English with

EURO symbol
pale grey pale grey 104+4

9 CHERRY KC 1068 JK-1068EU-2 4025112085222 US English with
EURO symbol

black black 104+4

10 CHERRY KC 1068 JK-1068FR-0 4025112085239 France pale grey pale grey 105+4
11 CHERRY KC 1068 JK-1068FR-2 4025112085246 France black black 105+4
12 CHERRY KC 1068 JK-1068GB-0 4025112085383 UK pale grey pale grey 105+4
13 CHERRY KC 1068 JK-1068GB-2 4025112085253 UK black black 105+4
14 CHERRY KC 1068 JK-1068IT-0 4025112085437 Italy pale grey pale grey 105+4
15 CHERRY KC 1068 JK-1068IT-2 4025112085420 Italy black black 105+4
16 CHERRY KC 1068 JK-1068PN-0 4025112085444 Pan-Nordic pale grey pale grey 105+4
17 CHERRY KC 1068 JK-1068PN-2 4025112085260 Pan-Nordic black black 105+4
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