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Summary
✓ Active DisplayPort 1.2a to HDMI 1.4b conversion for connecting DP sources to HDMI displays.

✓ Supports 3840 x 2160 resolution and 4K video modes at 30 Hz, suitable for presentations and signage.

✓ High-quality color formats, including RGB and YCbCr 4:4:4 and 4:2:2, up to 12-bit depth for accurate image rendering.

✓ Multi-channel audio support up to 8 channels, plus compressed formats and high-resolution audio up to 192 kHz.

✓ Note for purchase: maximum refresh rate is 30 Hz, so it is not intended for high-frame-rate gaming.



Product description

Why choose this adapter?

Prokord Adapter 4K Active converts a DisplayPort 1.2a source to HDMI 1.4b output, letting you connect DP-equipped
computers or media players to HDMI displays at up to 4K. It supports wide color formats and multi-channel audio
while drawing power from the DisplayPort source, making it a compact, reliable option for meeting rooms, digital
signage, and AV installs.

Adapter 4K Active in short:

- Active DisplayPort 1.2a to HDMI 1.4b conversion for connecting DP sources to HDMI displays.
- Supports 3840 x 2160 resolution and 4K video modes at 30 Hz, suitable for presentations and signage.
- High-quality color formats, including RGB and YCbCr 4:4:4 and 4:2:2, up to 12-bit depth for accurate image

rendering.
- Multi-channel audio support up to 8 channels, plus compressed formats and high-resolution audio up to 192

kHz.
- Note for purchase: maximum refresh rate is 30 Hz, so it is not intended for high-frame-rate gaming.

Adapter 4K Active

This active video converter accepts a male DisplayPort input and provides a female HDMI output, with a short 0.15 m
round cable and a compact ABS housing in black. It includes integrated HDCP Rx and Tx keys to act as an HDCP
repeater for protected content. The adapter supports HDMI data rates up to 3 Gbit/s and can work with DVI
transmitters where applicable. Because it is powered from the DisplayPort source, no external power supply is
needed, which keeps installation straightforward and tidy.

Technical Specification Matrix

Header

Manufacturer Prokord

Features

Cable length 0.15 m

Connector 1 DisplayPort

Connector 1 gender Male

Connector 1 form factor Straight

Connector 2 HDMI

Connector 2 gender Female

Connector 2 form factor Straight

Product colour Black



HDMI version 1.4

DisplayPort version 1.2

Sample rate 192 kHz

HDCP Yes

Supported graphics resolutions 3840 x 2160

Colour depth 12 bit

Maximum resolution 3840 x 2160 pixels

Supported audio channels 8

Maximum refresh rate 30 Hz

Supported video modes 2160p

Cable type Round cable

Data transfer rate 3 Gbit/s

Connector housing material Acrylonitrile butadiene styrene (ABS)

Converter type Active video converter

Colour sampling 4:4:4, 4:4:2

Logistics data

Harmonized System (HS) code 84733080

Packaging data

Quantity per pack 1 pc(s)


