S PROKORD

Core Specs

Connector 1
Connector 2

Fibre optic type
Connector polish type
Core diameter
Cladding diameter
Fiber mode structure

Product colour

Prokord OS1-LCSC-12.5

Data sheet
Summary
LC < 12.5m length gives flexible routing between racks
and patch panels
S¢ / 0S1 single-mode 9/125um fiber delivers low loss for
0S1 longer links
« LC to SC duplex pair simplifies TX and RX wiring in
upcC one cable
9 pm < UPC polished connectors reduce back reflection for
stable signals
125 ym ~ LSZH yellow jacket is halogen free, for safer

Single-mode

Yellow

installations



Product description

Prokord fiber cable
Halogen free (LSZH) single mode fiber cable with classification OS1 LC-SC Duplex. Cable dimension: 9/125um
Prokord, the right cables when you need them.

Prokord has a wide range of popular and affordable cables that allow you to work as efficiently as possible. You can
be sure that you get a product that is carefully selected and tested.

Technical Specification Matrix

Header
Manufacturer Prokord

Features
Cable length 125 m
Connector 1 LC
Connector 2 SC
Connector 1 gender Male
Connector 2 gender Male
Fibre optic type 0s1
Connector polish type UPC
Core diameter 9 um
Cladding diameter 125 pm
Fiber mode structure Single-mode
Product colour Yellow
Jacket material LSZH

Logistics data

Harmonized System (HS) code 85447000



