S PROKORD

Prokord F/UTP-0005

Data sheet
Core Specs Summary
Connector 1 RJ-45 ~ Cable length: 0.3 m
Connector 2 RJ-45 ~ Cable standard: Cat 6
Cable standard Cat6 ~ Cable shielding: F/UTP (FTP)
Cable shielding FIUTP (FTP) ~ Connector 1: RJ-45

C tor 1 der: Mal

Cable length 03 m « Connector 1 gender: Male
Jacket material LSZH

Technical Specification Matrix

Header

Manufacturer Prokord

Features



Cable length 0.3m

Cable standard Cat 6

Cable shielding F/UTP (FTP)

Connector 1 RJ-45

Connector 1 gender Male

Connector 2 RJ-45

Connector 2 gender Male

Product colour Yellow

Jacket material LSZH

Conductor material Copper

Molded cable boot Yes

Data transfer rate 10000 Mbit/s

AWG wire size 26

Frequency 250 MHz

Snagless cable boot Yes

Power over Ethernet (PoE) Yes
Packaging data

Quantity per pack 1 pc(s)
Technical details

Sustainability certificates REACH, RoHS

Sustainability compliance Yes

Compliance certificates RoHS

Doesn't contain PVC

Logistics data

Harmonized System (HS) code 84733080



