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I Using This Online Manual

= Symbols Used in This Document
= Touch-enabled Device Users (Windows)

I Symbols Used in This Document

A Warning

Instructions that, if ignored, could result in death, serious personal injury, or property damage caused
by incorrect operation of the equipment. These must be observed for safe operation.

A Caution

Instructions that, if ignored, could result in personal injury or property damage caused by incorrect
operation of the equipment. These must be observed for safe operation.

3% Important

Instructions including important information that must be observed to avoid damage and injury or
improper use of the product. Be sure to read these instructions.

»>» Note

Instructions including notes for operation and additional explanations.

Instructions explaining basic operations of your product.
»» Note

* lcons may vary depending on your product.

I Touch-enabled Device Users (Windows)
For touch actions, you need to replace "right-click” in this document with the action set on the operating

system. For example, if the action is set to "press and hold" on your operating system, replace "right-click"
with "press and hold."
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I Trademarks and Licenses

» Microsoft is a registered trademark of Microsoft Corporation.

» Windows is a trademark or registered trademark of Microsoft Corporation in the U.S. and/or other
countries.

* Windows Vista is a trademark or registered trademark of Microsoft Corporation in the U.S. and/or other
countries.

* Internet Explorer is a trademark or registered trademark of Microsoft Corporation in the U.S. and/or
other countries.

* Mac, Mac OS, macOS, OS X, AirPort, App Store, AirPrint, the AirPrint logo, Safari, Bonjour, iPad,
iPhone and iPod touch are trademarks of Apple Inc., registered in the U.S. and other countries.

* 10S is a trademark or registered trademark of Cisco in the U.S. and other countries and is used under
license.

» Google Cloud Print, Google Chrome, Chrome OS, Chromebook, Android, Google Drive, Google Apps
and Google Analytics are either registered trademarks or trademarks of Google Inc. Google Play and
Google Play Logo are trademarks of Google LLC.

* Adobe, Acrobat, Flash, Photoshop, Photoshop Elements, Lightroom, Adobe RGB and Adobe RGB
(1998) are either registered trademarks or trademarks of Adobe Systems Incorporated in the United
States and/or other countries.

* Bluetooth is a trademark of Bluetooth SIG, Inc., U.S.A. and licensed to Canon Inc.

» Autodesk and AutoCAD are registered trademarks or trademarks of Autodesk, Inc., and/or its
subsidiaries and/or affiliates in the USA and/or other countries.

* USB Type-C™ is a trademark of USB Implementers Forum.

»>» Note

» The formal name of Windows Vista is Microsoft Windows Vista operating system.

Copyright (c) 2003-2015 Apple Inc. All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

1. Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions and
the following disclaimer in the documentation and/or other materials provided with the distribution.

3. Neither the name of Apple Inc. ("Apple") nor the names of its contributors may be used to endorse or
promote products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY APPLE AND ITS CONTRIBUTORS "AS IS" AND ANY EXPRESS
OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO
EVENT SHALL APPLE OR ITS CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT,
INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT
LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR
PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF
THE POSSIBILITY OF SUCH DAMAGE.
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Apache License
Version 2.0, January 2004

http://www.apache.org/licenses/
TERMS AND CONDITIONS FOR USE, REPRODUCTION, AND DISTRIBUTION

1. Definitions.

"License" shall mean the terms and conditions for use, reproduction, and distribution as defined by
Sections 1 through 9 of this document.

"Licensor" shall mean the copyright owner or entity authorized by the copyright owner that is granting
the License.

"Legal Entity" shall mean the union of the acting entity and all other entities that control, are controlled
by, or are under common control with that entity. For the purposes of this definition, "control" means
(i) the power, direct or indirect, to cause the direction or management of such entity, whether by
contract or otherwise, or (ii) ownership of fifty percent (50%) or more of the outstanding shares, or (iii)
beneficial ownership of such entity.

"You" (or "Your") shall mean an individual or Legal Entity exercising permissions granted by this
License.

"Source" form shall mean the preferred form for making modifications, including but not limited to
software source code, documentation source, and configuration files.

"Object" form shall mean any form resulting from mechanical transformation or translation of a Source
form, including but not limited to compiled object code, generated documentation, and conversions to
other media types.

"Work" shall mean the work of authorship, whether in Source or Object form, made available under
the License, as indicated by a copyright notice that is included in or attached to the work (an example
is provided in the Appendix below).

"Derivative Works" shall mean any work, whether in Source or Object form, that is based on (or
derived from) the Work and for which the editorial revisions, annotations, elaborations, or other
modifications represent, as a whole, an original work of authorship. For the purposes of this License,
Derivative Works shall not include works that remain separable from, or merely link (or bind by nhame)
to the interfaces of, the Work and Derivative Works thereof.

"Contribution" shall mean any work of authorship, including the original version of the Work and any
modifications or additions to that Work or Derivative Works thereof, that is intentionally submitted to
Licensor for inclusion in the Work by the copyright owner or by an individual or Legal Entity
authorized to submit on behalf of the copyright owner. For the purposes of this definition, "submitted"
means any form of electronic, verbal, or written communication sent to the Licensor or its
representatives, including but not limited to communication on electronic mailing lists, source code
control systems, and issue tracking systems that are managed by, or on behalf of, the Licensor for
the purpose of discussing and improving the Work, but excluding communication that is
conspicuously marked or otherwise designated in writing by the copyright owner as "Not a
Contribution."

"Contributor” shall mean Licensor and any individual or Legal Entity on behalf of whom a Contribution
has been received by Licensor and subsequently incorporated within the Work.
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2. Grant of Copyright License. Subject to the terms and conditions of this License, each Contributor
hereby grants to You a perpetual, worldwide, non-exclusive, no-charge, royalty-free, irrevocable
copyright license to reproduce, prepare Derivative Works of, publicly display, publicly perform,
sublicense, and distribute the Work and such Derivative Works in Source or Object form.

3. Grant of Patent License. Subject to the terms and conditions of this License, each Contributor hereby
grants to You a perpetual, worldwide, non-exclusive, no-charge, royalty-free, irrevocable (except as
stated in this section) patent license to make, have made, use, offer to sell, sell, import, and
otherwise transfer the Work, where such license applies only to those patent claims licensable by
such Contributor that are necessarily infringed by their Contribution(s) alone or by combination of
their Contribution(s) with the Work to which such Contribution(s) was submitted. If You institute patent
litigation against any entity (including a cross-claim or counterclaim in a lawsuit) alleging that the
Work or a Contribution incorporated within the Work constitutes direct or contributory patent
infringement, then any patent licenses granted to You under this License for that Work shall terminate
as of the date such litigation is filed.

4. Redistribution. You may reproduce and distribute copies of the Work or Derivative Works thereof in
any medium, with or without modifications, and in Source or Object form, provided that You meet the
following conditions:

1. You must give any other recipients of the Work or Derivative Works a copy of this License; and

2. You must cause any modified files to carry prominent notices stating that You changed the files;
and

3. You must retain, in the Source form of any Derivative Works that You distribute, all copyright,
patent, trademark, and attribution notices from the Source form of the Work, excluding those
notices that do not pertain to any part of the Derivative Works; and

4. If the Work includes a "NOTICE" text file as part of its distribution, then any Derivative Works that
You distribute must include a readable copy of the attribution notices contained within such
NOTICE file, excluding those notices that do not pertain to any part of the Derivative Works, in at
least one of the following places: within a NOTICE text file distributed as part of the Derivative
Works; within the Source form or documentation, if provided along with the Derivative Works; or,
within a display generated by the Derivative Works, if and wherever such third-party notices
normally appear. The contents of the NOTICE file are for informational purposes only and do not
modify the License. You may add Your own attribution notices within Derivative Works that You
distribute, alongside or as an addendum to the NOTICE text from the Work, provided that such
additional attribution notices cannot be construed as modifying the License.

You may add Your own copyright statement to Your modifications and may provide additional or

different license terms and conditions for use, reproduction, or distribution of Your modifications,

or for any such Derivative Works as a whole, provided Your use, reproduction, and distribution of
the Work otherwise complies with the conditions stated in this License.

5. Submission of Contributions. Unless You explicitly state otherwise, any Contribution intentionally
submitted for inclusion in the Work by You to the Licensor shall be under the terms and conditions of
this License, without any additional terms or conditions. Notwithstanding the above, nothing herein
shall supersede or modify the terms of any separate license agreement you may have executed with
Licensor regarding such Contributions.

6. Trademarks. This License does not grant permission to use the trade names, trademarks, service
marks, or product names of the Licensor, except as required for reasonable and customary use in
describing the origin of the Work and reproducing the content of the NOTICE file.
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7. Disclaimer of Warranty. Unless required by applicable law or agreed to in writing, Licensor provides
the Work (and each Contributor provides its Contributions) on an "AS IS" BASIS, WITHOUT
WARRANTIES OR CONDITIONS OF ANY KIND, either express or implied, including, without
limitation, any warranties or conditions of TITLE, NON-INFRINGEMENT, MERCHANTABILITY, or
FITNESS FOR A PARTICULAR PURPOSE. You are solely responsible for determining the
appropriateness of using or redistributing the Work and assume any risks associated with Your
exercise of permissions under this License.

8. Limitation of Liability. In no event and under no legal theory, whether in tort (including negligence),
contract, or otherwise, unless required by applicable law (such as deliberate and grossly negligent
acts) or agreed to in writing, shall any Contributor be liable to You for damages, including any direct,
indirect, special, incidental, or consequential damages of any character arising as a result of this
License or out of the use or inability to use the Work (including but not limited to damages for loss of
goodwill, work stoppage, computer failure or malfunction, or any and all other commercial damages
or losses), even if such Contributor has been advised of the possibility of such damages.

9. Accepting Warranty or Additional Liability. While redistributing the Work or Derivative Works thereof,
You may choose to offer, and charge a fee for, acceptance of support, warranty, indemnity, or other
liability obligations and/or rights consistent with this License. However, in accepting such obligations,
You may act only on Your own behalf and on Your sole responsibility, not on behalf of any other
Contributor, and only if You agree to indemnify, defend, and hold each Contributor harmless for any
liability incurred by, or claims asserted against, such Contributor by reason of your accepting any
such warranty or additional liability.

END OF TERMS AND CONDITIONS

---- Part 1: CMU/UCD copyright notice: (BSD like) -----

Copyright 1989, 1991, 1992 by Carnegie Mellon University

Derivative Work - 1996, 1998-2000

Copyright 1996, 1998-2000 The Regents of the University of California
All Rights Reserved

Permission to use, copy, modify and distribute this software and its documentation for any purpose and
without fee is hereby granted, provided that the above copyright notice appears in all copies and that both
that copyright notice and this permission notice appear in supporting documentation, and that the name of
CMU and The Regents of the University of California not be used in advertising or publicity pertaining to
distribution of the software without specific written permission.

CMU AND THE REGENTS OF THE UNIVERSITY OF CALIFORNIA DISCLAIM ALL WARRANTIES
WITH REGARD TO THIS SOFTWARE, INCLUDING ALL IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS. IN NO EVENT SHALL CMU OR THE REGENTS OF THE
UNIVERSITY OF CALIFORNIA BE LIABLE FOR ANY SPECIAL, INDIRECT OR CONSEQUENTIAL
DAMAGES OR ANY DAMAGES WHATSOEVER RESULTING FROM THE LOSS OF USE, DATA OR
PROFITS, WHETHER IN AN ACTION OF CONTRACT, NEGLIGENCE OR OTHER TORTIOUS ACTION,
ARISING OUT OF OR IN CONNECTION WITH THE USE OR PERFORMANCE OF THIS SOFTWARE.

--—-- Part 2: Networks Associates Technology, Inc copyright notice (BSD) -----
Copyright (c) 2001-2003, Networks Associates Technology, Inc

All rights reserved.
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Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* Neither the name of the Networks Associates Technology, Inc nor the names of its contributors may be
used to endorse or promote products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS"
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDERS OR CONTRIBUTORS BE LIABLE
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR
TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

---- Part 3: Cambridge Broadband Ltd. copyright notice (BSD) -----
Portions of this code are copyright (c) 2001-2003, Cambridge Broadband Ltd.
All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* The name of Cambridge Broadband Ltd. may not be used to endorse or promote products derived from
this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDER "AS IS" AND ANY EXPRESS OR
IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO
EVENT SHALL THE COPYRIGHT HOLDER BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER
IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING
IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF
SUCH DAMAGE.

---- Part 4: Sun Microsystems, Inc. copyright notice (BSD) -----

Copyright ¢ 2003 Sun Microsystems, Inc., 4150 Network Circle, Santa Clara, California 95054, U.S.A. All
rights reserved.
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Use is subject to license terms below.
This distribution may include materials developed by third parties.

Sun, Sun Microsystems, the Sun logo and Solaris are trademarks or registered trademarks of Sun
Microsystems, Inc. in the U.S. and other countries.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* Neither the name of the Sun Microsystems, Inc. nor the names of its contributors may be used to
endorse or promote products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS"
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDERS OR CONTRIBUTORS BE LIABLE
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR
TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

---- Part 5: Sparta, Inc copyright notice (BSD) -----
Copyright (c) 2003-2012, Sparta, Inc
All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* Neither the name of Sparta, Inc nor the names of its contributors may be used to endorse or promote
products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS I1S"
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDERS OR CONTRIBUTORS BE LIABLE
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR
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TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

---- Part 6: Cisco/BUPTNIC copyright notice (BSD) -----

Copyright (c) 2004, Cisco, Inc and Information Network Center of Beijing University of Posts and
Telecommunications.

All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* Neither the name of Cisco, Inc, Beijing University of Posts and Telecommunications, nor the names of
their contributors may be used to endorse or promote products derived from this software without specific
prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS I1S"
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDERS OR CONTRIBUTORS BE LIABLE
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR
TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

---- Part 7: Fabasoft R&D Software GmbH & Co KG copyright notice (BSD) -----
Copyright (c) Fabasoft R&D Software GmbH & Co KG, 2003 oss@fabasoft.com
Author: Bernhard Penz <bernhard.penz@fabasoft.com>

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* The name of Fabasoft R&D Software GmbH & Co KG or any of its subsidiaries, brand or product names
may not be used to endorse or promote products derived from this software without specific prior written
permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDER "AS IS" AND ANY EXPRESS OR
IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO
EVENT SHALL THE COPYRIGHT HOLDER BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,

20



SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER
IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING
IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF
SUCH DAMAGE.

---- Part 8: Apple Inc. copyright notice (BSD) -----
Copyright (c) 2007 Apple Inc. All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

1. Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions and
the following disclaimer in the documentation and/or other materials provided with the distribution.

3. Neither the name of Apple Inc. ("Apple") nor the names of its contributors may be used to endorse or
promote products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY APPLE AND ITS CONTRIBUTORS "AS IS" AND ANY EXPRESS
OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO
EVENT SHALL APPLE OR ITS CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT,
INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT
LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR
PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF
THE POSSIBILITY OF SUCH DAMAGE.

---- Part 9: Sciencelogic, LLC copyright notice (BSD) -----
Copyright (c) 2009, SciencelLogic, LLC
All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* Neither the name of ScienceLogic, LLC nor the names of its contributors may be used to endorse or
promote products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS 1S" AND
ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDERS OR CONTRIBUTORS BE LIABLE
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FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR
TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

LEADTOOLS
Copyright (C) 1991-2009 LEAD Technologies, Inc.

CMap Resources

Copyright 1990-2009 Adobe Systems Incorporated.
All rights reserved.

Copyright 1990-2010 Adobe Systems Incorporated.
All rights reserved.

Redistribution and use in source and binary forms, with or
without modification, are permitted provided that the
following conditions are met:

Redistributions of source code must retain the above
copyright notice, this list of conditions and the following
disclaimer.

Redistributions in binary form must reproduce the above
copyright notice, this list of conditions and the following
disclaimer in the documentation and/or other materials
provided with the distribution.

Neither the name of Adobe Systems Incorporated nor the names
of its contributors may be used to endorse or promote

products derived from this software without specific prior

written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND
CONTRIBUTORS "AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES,
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDER OR
CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT
NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES;
LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)
HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN
CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.
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MIT License
Copyright (c) 1998, 1999, 2000 Thai Open Source Software Center Ltd

Permission is hereby granted, free of charge, to any person obtaining a copy of this software and
associated documentation files (the "Software"), to deal in the Software without restriction, including
without limitation the rights to use, copy, modify, merge, publish, distribute, sublicense, and/or sell copies
of the Software, and to permit persons to whom the Software is furnished to do so, subject to the following
conditions:

The above copyright notice and this permission notice shall be included in all copies or substantial
portions of the Software.

THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY KIND, EXPRESS OR
IMPLIED, INCLUDING BUT NOT LIMITED TO THE WARRANTIES OF MERCHANTABILITY, FITNESS
FOR A PARTICULAR PURPOSE AND NONINFRINGEMENT. IN NO EVENT SHALL THE AUTHORS OR
COPYRIGHT HOLDERS BE LIABLE FOR ANY CLAIM, DAMAGES OR OTHER LIABILITY, WHETHER
IN AN ACTION OF CONTRACT, TORT OR OTHERWISE, ARISING FROM, OUT OF OR IN
CONNECTION WITH THE SOFTWARE OR THE USE OR OTHER DEALINGS IN THE SOFTWARE.

Copyright 2000 Computing Research Labs, New Mexico State University
Copyright 2001-2015 Francesco Zappa Nardelli

Permission is hereby granted, free of charge, to any person obtaining a copy of this software and
associated documentation files (the "Software"), to deal in the Software without restriction, including
without limitation the rights to use, copy, modify, merge, publish, distribute, sublicense, and/or sell copies
of the Software, and to permit persons to whom the Software is furnished to do so, subject to the following
conditions:

The above copyright notice and this permission notice shall be included in all copies or substantial
portions of the Software.

THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY KIND, EXPRESS OR
IMPLIED, INCLUDING BUT NOT LIMITED TO THE WARRANTIES OF MERCHANTABILITY, FITNESS
FOR A PARTICULAR PURPOSE AND NONINFRINGEMENT. IN NO EVENT SHALL THE COMPUTING
RESEARCH LAB OR NEW MEXICO STATE UNIVERSITY BE LIABLE FOR ANY CLAIM, DAMAGES OR
OTHER LIABILITY, WHETHER IN AN ACTION OF CONTRACT, TORT OR OTHERWISE, ARISING
FROM, OUT OF OR IN CONNECTION WITH THE SOFTWARE OR THE USE OR OTHER DEALINGS IN
THE SOFTWARE.

Written by Joel Sherrill <joel@OARcorp.com>.
COPYRIGHT (c) 1989-2000.
On-Line Applications Research Corporation (OAR).

Permission to use, copy, modify, and distribute this software for any purpose without fee is hereby
granted, provided that this entire notice is included in all copies of any software which is or includes a
copy or modification of this software.

THIS SOFTWARE IS BEING PROVIDED "AS 1S", WITHOUT ANY EXPRESS OR IMPLIED WARRANTY.
IN PARTICULAR, THE AUTHOR MAKES NO REPRESENTATION OR WARRANTY OF ANY KIND
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CONCERNING THE MERCHANTABILITY OF THIS SOFTWARE OR ITS FITNESS FOR ANY
PARTICULAR PURPOSE.

(1) Red Hat Incorporated
Copyright (c) 1994-2009 Red Hat, Inc. All rights reserved.

This copyrighted material is made available to anyone wishing to use, modify, copy, or redistribute it
subject to the terms and conditions of the BSD License. This program is distributed in the hope that it will
be useful, but WITHOUT ANY WARRANTY expressed or implied, including the implied warranties of
MERCHANTABILITY or FITNESS FOR A PARTICULAR PURPOSE. A copy of this license is available at
http://www.opensource.org/licenses. Any Red Hat trademarks that are incorporated in the source code or
documentation are not subject to the BSD License and may only be used or replicated with the express
permission of Red Hat, Inc.

(2) University of California, Berkeley
Copyright (c) 1981-2000 The Regents of the University of California.
All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

* Neither the name of the University nor the names of its contributors may be used to endorse or promote
products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS I1S" AND
ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR
ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES
(INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES;
LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON
ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE,
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

The FreeType Project LICENSE

2006-Jan-27
Copyright 1996-2002, 2006 by
David Turner, Robert Wilhelm, and Werner Lemberg

Introduction
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The FreeType Project is distributed in several archive packages; some of them may contain, in addition to
the FreeType font engine, various tools and contributions which rely on, or relate to, the FreeType Project.

This license applies to all files found in such packages, and which do not fall under their own explicit
license. The license affects thus the FreeType font engine, the test programs, documentation and
makefiles, at the very least.

This license was inspired by the BSD, Artistic, and IJG (Independent JPEG Group) licenses, which all
encourage inclusion and use of free software in commercial and freeware products alike. As a
consequence, its main points are that:

o We don't promise that this software works. However, we will be interested in any kind of bug reports.
(Cas is' distribution)

o You can use this software for whatever you want, in parts or full form, without having to pay us.
(‘royalty-free' usage)

o You may not pretend that you wrote this software. If you use it, or only parts of it, in a program, you
must acknowledge somewhere in your documentation that you have used the FreeType code. ('credits')

We specifically permit and encourage the inclusion of this software, with or without modifications, in
commercial products.

We disclaim all warranties covering The FreeType Project and assume no liability related to The
FreeType Project.

Finally, many people asked us for a preferred form for a credit/disclaimer to use in compliance with this
license. We thus encourage you to use the following text:

Portions of this software are copyright © <year> The FreeType
Project (www.freetype.org). All rights reserved.
Please replace <year> with the value from the FreeType version you actually use.

Legal Terms

Throughout this license, the terms “package', "FreeType Project', and "FreeType archive' refer to the set
of files originally distributed by the authors (David Turner, Robert Wilhelm, and Werner Lemberg) as the
"FreeType Project’, be they named as alpha, beta or final release.

“You' refers to the licensee, or person using the project, where “using' is a generic term including
compiling the project's source code as well as linking it to form a “program’ or “executable’.

This program is referred to as “a program using the FreeType engine'.

This license applies to all files distributed in the original FreeType Project, including all source code,
binaries and documentation, unless otherwise stated in the file in its original, unmodified form as
distributed in the original archive.

If you are unsure whether or not a particular file is covered by this license, you must contact us to verify
this.
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The FreeType Project is copyright (C) 1996-2000 by David Turner, Robert Wilhelm, and Werner Lemberg.
All rights reserved except as specified below.

1. No Warranty

THE FREETYPE PROJECT IS PROVIDED "AS I1S' WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, WARRANTIES OF MERCHANTABILITY
AND FITNESS FOR A PARTICULAR PURPOSE. IN NO EVENT WILL ANY OF THE AUTHORS OR
COPYRIGHT HOLDERS BE LIABLE FOR ANY DAMAGES CAUSED BY THE USE OR THE INABILITY
TO USE, OF THE FREETYPE PROJECT.

2. Redistribution

This license grants a worldwide, royalty-free, perpetual and irrevocable right and license to use, execute,
perform, compile, display, copy, create derivative works of, distribute and sublicense the FreeType Project
(in both source and object code forms) and derivative works thereof for any purpose; and to authorize
others to exercise some or all of the rights granted herein, subject to the following conditions:

o Redistribution of source code must retain this license file (FTL.TXT') unaltered; any additions, deletions
or changes to the original files must be clearly indicated in accompanying documentation. The copyright
notices of the unaltered, original files must be preserved in all copies of source files.

o Redistribution in binary form must provide a disclaimer that states that the software is based in part of
the work of the FreeType Team, in the distribution documentation. We also encourage you to put an URL
to the FreeType web page in your documentation, though this isn't mandatory.

These conditions apply to any software derived from or based on the FreeType Project, not just the
unmodified files. If you use our work, you must acknowledge us. However, no fee need be paid to us.

3. Advertising

Neither the FreeType authors and contributors nor you shall use the name of the other for commercial,
advertising, or promotional purposes without specific prior written permission.

We suggest, but do not require, that you use one or more of the following phrases to refer to this software
in your documentation or advertising materials: “FreeType Project', "FreeType Engine', "FreeType library',
or "FreeType Distribution'.

As you have not signed this license, you are not required to accept it. However, as the FreeType Project
is copyrighted material, only this license, or another one contracted with the authors, grants you the right
to use, distribute, and modify it.

Therefore, by using, distributing, or modifying the FreeType Project, you indicate that you understand and
accept all the terms of this license.

4. Contacts

There are two mailing lists related to FreeType:

o freetype@nongnu.org
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Discusses general use and applications of FreeType, as well as future and wanted additions to the library
and distribution.

If you are looking for support, start in this list if you haven't found anything to help you in the
documentation.

o freetype-devel@nongnu.org

Discusses bugs, as well as engine internals, design issues, specific licenses, porting, etc.
Our home page can be found at

http://www.freetype.org

--- end of FTL.TXT ---

The TWAIN Toolkit is distributed as is. The developer and distributors of the TWAIN Toolkit expressly
disclaim all implied, express or statutory warranties including, without limitation, the implied warranties of
merchantability, noninfringement of third party rights and fitness for a particular purpose. Neither the
developers nor the distributors will be liable for damages, whether direct, indirect, special, incidental, or
consequential, as a result of the reproduction, modification, distribution or other use of the TWAIN Toolkit.

JSON for Modern C++
Copyright (c) 2013-2017 Niels Lohmann

Permission is hereby granted, free of charge, to any person obtaining a copy of this software and
associated documentation files (the "Software"), to deal in the Software without restriction, including
without limitation the rights to use, copy, modify, merge, publish, distribute, sublicense, and/or sell copies
of the Software, and to permit persons to whom the Software is furnished to do so, subject to the following
conditions:

The above copyright notice and this permission notice shall be included in all copies or substantial
portions of the Software.

THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY KIND, EXPRESS OR
IMPLIED, INCLUDING BUT NOT LIMITED TO THE WARRANTIES OF MERCHANTABILITY, FITNESS
FOR A PARTICULAR PURPOSE AND NONINFRINGEMENT. IN NO EVENT SHALL THE AUTHORS OR
COPYRIGHT HOLDERS BE LIABLE FOR ANY CLAIM, DAMAGES OR OTHER LIABILITY, WHETHER
IN AN ACTION OF CONTRACT, TORT OR OTHERWISE, ARISING FROM, OUT OF OR IN
CONNECTION WITH THE SOFTWARE OR THE USE OR OTHER DEALINGS IN THE SOFTWARE.

Copyright (c) 2011 - 2015 ARM LIMITED
All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

- Redistributions of source code must retain the above copyright notice, this list of conditions and the
following disclaimer.

- Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the
following disclaimer in the documentation and/or other materials provided with the distribution.

- Neither the name of ARM nor the names of its contributors may be used to endorse or promote products
derived from this software without specific prior written permission.
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THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS I1S" AND
ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE
DISCLAIMED. IN NO EVENT SHALL COPYRIGHT HOLDERS AND CONTRIBUTORS BE LIABLE FOR
ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES
(INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES;
LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON
ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE,
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

The following applies only to products supporting Wi-Fi.
(c) 2009-2013 by Jeff Mott. All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided
that the following conditions are met:

* Redistributions of source code must retain the above copyright notice, this list of conditions, and the
following disclaimer.

* Redistributions in binary form must reproduce the above copyright notice, this list of conditions, and the
following disclaimer in the documentation or other materials provided with the distribution.

* Neither the name CryptoJS nor the names of its contributors may be used to endorse or promote
products derived from this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS,"
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDER OR CONTRIBUTORS BE LIABLE
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER
CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR
TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.
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I Supported Media Types

For best results, choose paper designed for how you are printing. A variety of paper for documents as well
as photos or illustrations is available from Canon. Use genuine Canon paper to print important photos, when
possible.

= Media Types

= Page Sizes
= Paper Weight / Thickness

I Media Types

Genuine Canon paper
»>» Note
» For warnings on use of the non-printable side, see each product's usage information.

» Page sizes and media types differ depending on the country or region where the paper is sold. For
details on page sizes and media types, access the Canon website.

» Genuine Canon paper is not available in some countries or regions. Note that in the United States,
Canon paper is not sold by model number. Instead, purchase paper by name.

Paper for printing documents:
» Canon Red Label Superior <WOP111>
« Canon Océ Office Colour Paper <SAT213>

Paper for printing photos:
» Photo Paper Pro Platinum <PT-101>
* Photo Paper Plus Glossy Il <PP-201/PP-208/PP-301>
» Photo Paper Pro Luster <LU-101>
» Photo Paper Plus Semi-gloss <SG-201>
» Matte Photo Paper <MP-101>
* Photo Paper Pro Premium Matte <PM-101>
* Premium Fine Art Smooth <FA-SM1>
* Premium Fine Art Rough <FA-RG1>

Paper for making original goods:

* Printable Nail Stickers <NL-101>

Paper other than genuine Canon paper
« Plain Paper (including recycled paper)
» Greeting Card
+ Card Stock
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= Paper Load Limit
= Paper Settings on the Printer Driver and the Printer (Media Type) (Windows)
= Paper Settings on the Printer Driver and the Printer (Media Type) (Mac)

»» Note

» When printing photos saved on a PictBridge (Wi-Fi) compliant device, you must specify the page
size and media type.

= Printing from Digital Camera

* When using art paper, see Before Printing on Art Paper.

I Page Sizes
You can use the following page sizes.

»>» Note

» Page sizes and media types the printer supports differ depending on the OS you are using.

Standard sizes:
* top feed
o Letter

o Legal

o

11"x17"(28x43cm)
o A5

o A4

> A3

o A3+

> B5

> B4

o KG/4"x6"(10x15)

o 5"x7"(13x18cm)

o 7"x10"(18x25cm)
> 8"x10"(20x25cm)
> 10"x12"(25x30cm)
o 210x594mm

o L(89x127mm)

o 2L(127x178mm)

o Square 5"

> 12"x12"(30x30cm)
o Hagaki
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o Hagaki 2
* manual feed tray

o Letter

o Legal

o 11"x17"(28x43cm)

o A4

> A3

o A3+

> B4

> 8"x10"(20x25cm)
10"x12"(25x30cm)

o

o 210x594mm
12"x12"(30x30cm)

o

Special sizes
Special page sizes must be within the following limits:
* top feed
o Minimum size: 3.50 x 5.00 in. (89.0 x 127.0 mm)
o Maximum size: 12.95 x 39.00 in. (329.0 x 990.6 mm)
* manual feed tray
o Minimum size: 8.00 x 10.00 in. (203.2 x 254.0 mm)
o Maximum size: 13.00 x 39.00 in. (330.2 x 990.6 mm)

I Paper Weight / Thickness
You can use paper in the following weight/thickness ranges.
* Do not use paper heavier or thicker than this, as it could jam in the printer.
* top feed
Plain paper: From 17 to 28 Ib (64 to 105 g /m?)
Specialty paper: Up to 80 Ib (300 g /m2) / from 4 to 11.8 mil (0.1 to 0.3 mm)
* manual feed tray

Specialty paper: Up to 93 Ib (350 g /m2) / from 4 to 23.6 mil (0.1 to 0.6 mm)
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I Paper Load Limit

This section shows the paper load limits of the top feed, the manual feed tray, and the paper output tray.

= Paper Load Limits of Top Feed and Manual Feed Tray
= Paper Load Limit of Paper Output Tray

»» Note

» Page sizes and media types differ depending on the country or region where the paper is sold. For
details on page sizes and media types, access the Canon website.

I Paper Load Limits of Top Feed and Manual Feed Tray

Genuine Canon Paper

Paper for printing documents:

Media Name <Model No.> Top Feed
Canon Red Label Superior <WOP111> Approx. 100 sheets
Canon Océ Office Colour Paper <SAT213> Approx. 80 sheets

Paper for printing photos:

Media Name <Model No.> Top Feed Manual Feed Tray

Photo Paper Pro Platinum <PT-101>*1 KG/4"x6"(10x15), 1 sheet

Photo Paper Plus Glossy Il <PP-201/PP-208/PP-301>*1 | L(89x127mm), Square 5", Ha-

gaki: 20 sheets
Photo Paper Pro Luster <LU-101>*1

A4, A3, Letter,
5"x7"(13x18cm),
Matte Photo Paper <MP-101> 8"x10"(20x25¢cm),

2L(127x178mm): 10 sheets

Photo Paper Plus Semi-gloss <SG-201>*1

A3+, 10"x12"(25x30cm): 1

sheet
Photo Paper Pro Premium Matte <PM-101> N/A 1 sheet
Premium Fine Art Smooth <FA-SM1>
Premium Fine Art Rough <FA-RG1>
Paper other than Genuine Canon Paper
Common Name Top Feed Manual Feed Tray
Plain Paper (including recycled paper)*2 A5, A4, B5, Letter: Approx. N/A
100 sheets
A3, B4, Legal,
11"x17"(28x43cm): Approx.
50 sheets
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Greeting Card 1 sheet 1 sheet

Card Stock 1 sheet 1 sheet

*1 Feeding from a loaded stack of paper may leave marks on the printed side or prevent efficient feeding.
In this case, load one sheet at a time.

*2 Normal feeding at maximum capacity may not be possible with some types of paper, or under very high
or low temperature or humidity. In this case, load half the amount of paper or less.

»>» Note

* When using non-Canon genuine specialty paper, load one sheet at a time in the top feed or manual
feed tray.

I Paper Load Limit of Paper Output Tray

Genuine Canon Paper

Paper for printing documents:

Media Name <Model No.> Paper Output Tray

Canon Red Label Superior <WOP111> Approx. 50 sheets
Canon Océ Office Colour Paper <SAT213>

Paper other than Genuine Canon Paper

Common Name Paper Output Tray

Plain Paper (including recycled paper) Approx. 50 sheets

When continuing printing with paper other than the above, we recommend removing already printed paper
from the paper output tray to avoid smearing or discoloration.
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I Unsupported Media Types

Do not use the following types of paper. Using such paper will cause not only unsatisfactory results, but also
the printer to jam or malfunction.
* Folded, curled, or wrinkled paper
« Damp paper
» Paper that is too thin
> top feed
Plain paper: Less than 17 Ib (64 g /m2)
Specialty paper: Less than 4 mil (0.1 mm)
o manual feed tray
Specialty paper: Less than 4 mil (0.1 mm)
» Paper that is too thick
o top feed
Plain paper: More than 28 Ib (105 g /m?)
Specialty paper: More than 80 Ib (300 g /m2) or more than 11.8 mil (0.3 mm)
o manual feed tray
Specialty paper: More than 93 Ib (350 g /m2) or more than 23.6 mil (0.6 mm)

» Paper thinner than a postcard, including plain paper or notepad paper cut to a small size (when printing
on paper smaller than A5)

* Picture postcards

» Postcards affixed with photos or stickers

* Envelopes

» Any type of paper with holes

» Paper that is not rectangular

» Paper bound with staples or glue

» Paper with an adhesive surface on the back such as label seal

» Paper decorated with glitter, etc.
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I Handling Paper

* Be careful not to rub or scratch the surfaces of any types of paper when handling.

» Hold the paper as closely as possible to its edges and try not to touch the printing surface. The print
quality may be degraded if the printing surface is smudged with sweat or oil that comes from your
hands.

» Do not touch the printed surface until the ink is dried. Even when the ink is dried, be careful not to touch
the printed surface as much as possible when handling. Due to the nature of the pigment ink, the ink on
the printed surface may be removed when being rubbed or scratched.

» Take out only the necessary number of paper from the package, just before printing.

» To avoid curling, when you do not print, put unused paper back into the package and keep it on a level
surface. And also, store it avoiding heat, humidity, and direct sunlight.
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I Before Printing on Art Paper

When using art paper, dust is liable to be generated. It is therefore recommended that paper dust be
removed on art paper just before printing.

You will need a soft hair brush (or similar brush used to clean office
automation equipment).

The wider the brush, the more effective it will be.

OK - soft brush made from material such as polypropylene, polyethylene, horse hair or goat hair.

3% Important

» Be sure not to use brushes as shown below. The printing surface may be damaged.

Not OK - brush made from hard material, cloth or washcloth, sticky and abrasive materials.

I Paper dust removal procedure:
1. Check that the brush is not wet and free from dust or dirt.

2. Brush the overall printing surface carefully in one direction.

ﬁ

vy ¥ v¥as5

LA

3% Important

» Be sure to brush all the way across the paper; do not start brushing at the middle or stop
halfway.

» Be careful not to touch the printing surface as much as possible.
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3. To complete the removal of paper dust, brush the paper in the other direction from top to
bottom.

yYvYyYyYYvrY

G
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I Changing Settings from Operation Panel/Web Browser

» Operation Panel
» LCD and Operation Panel
» Changing Settings from Operation Panel
@« Changing Settings from Operation Panel
@« Setting Iltems on Operation Panel
Print settings
LAN settings
PictBridge print settings
AirPrint print settings
Smartphone photo print settings
Other printer settings
Language selection
Firmware update
Paper-related settings
Energy saving settings
Quiet setting
Auto maintenance settings
Administrator password settings
Setting Administrator Password on Operation Panel
Reset settings
Web service setup

Printer information
» Changing Printer Settings from Your Computer (Windows)
@« Changing the Print Options
@« Registering a Frequently Used Printing Profile
@« Updating Media Information in Printer Driver

« Managing the Printer Power
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@« Changing the Printer Operation Mode
@« Reducing the Printer Noise

» Changing Printer Settings from Your Computer (macOS)

t.

Registering a Changed Printing Profile

t.

Managing the Printer Power

t.

Changing the Printer Operation Mode

t.

Updating Media Information in Printer Driver

Correcting Media Information in Printer Driver (When Printer Used in Shared
Environment)

t.

Reducing the Printer Noise
» Changing Printer's Setting Using Web Browser

« Configuration Changes Using Web Browser

t.

Changeable Setting Items Using Web Browser

t.

Setting Password

t.

Registering Printer's Root Certificate to Web Browser for SSL Communication
(Remote Ul)

« Registering Printer's Root Certificate to Local Computer for SSL Communication

@« Generating Server Certificate (Self-signed Certificate)
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I Operation Panel

®_

A B C D E
A: LCD (Liquid Crystal Display)
Displays messages, menu items, and the operational status.

B: HOME button
Used to display the HOME screen.

= |LCD and Operation Panel

C: Back button
Returns the LCD to the previous screen.

D: OK button
Finalizes the selection of a menu or setting item. This button is also used to resolve an error.

E: 4, ¥, -, and # buttons
Used to select a menu or setting item.

= LCD and Operation Panel

41



I LCD and Operation Panel

Turning on the printer displays the HOME screen.

Using the & W button to select an item from the menu and pressing the OK button enable you to perform
each setting.

A

Ready to print B
EEER B -

MEKPEKEGY C PC Y PFM R CO M
;L?u Platinum 0
Maintenance - E
fim Template print F
(1) LAN settings G
E Various settings H
l?; Printer information |
1 Quick guide J

A: Printer status display area

Displays printer status, messages, and other information.

= Notification Messages

B: Network
Displays network status by the icon.

The icon differs depending on the network of use or the network status.

—

Ll \\Vi-Fi is enabled and the printer is connected to the wireless router.

»>» Note
* Depending on the signal state, the icon will change.

—

Ll (Signal strength: 81 % or more): You can use the printer over Wi-Fi without any problems.

(Signal strength: 51 % or more): The problem such as the printer cannot print may occur
according to the network status. We recommend placing the printer near the wireless router.

H (Signal strength: 50 % or less): The problem such as the printer cannot print may occur.
Place the printer near the wireless router.
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LY \Wi-Fi is enabled but the printer is not connected to the wireless router.
E'% Wired LAN is enabled.

m Wireless Direct is enabled.

\j} '_-L_
b\ Ek Network is disabled.

C: Ink status display area

Displays the ink status. Selecting this item enables you to check the remaining amount of ink and model
number of ink tank.

= Checking Ink Status on the LCD

D: Paper settings display area
Displays information about the paper in the top feed. Selecting this item enables you to specify the size
and type of paper loaded in the top feed.

E: Maintenance
Select this item to perform maintenance of the printer.

F: Template print
You can print and make as lined or graph paper.

G: LAN settings
You can perform settings relating to network.

H: Various settings
You can change printer settings such as settings when printing.

I: Printer information
Displays printer information and error histories.

J: Quick guide
Displays how to operate the printer and QR code accessing to the Online Manual.

»>» Note

* When printing is in progress, you cannot select grayed out items.

I Notification Messages
When the ink is low or there is another notification, New notice appears in the printer status display area.

New notice

EEEE EE

MEKPEX GY C PC Y PM R CO M

. F'ro Platinum

A Maintenance
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Press the B button to display the Notice list screen to check messages.

Motice list

Ink is running low.

You can update to the
latest firmware.

Use the & ¥ button to select a message and press the OK button to view the message details screen to
check the details and take action.

Latest version:

A firmware update is available.
Do yvou want to update now?
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I Changing Settings from Operation Panel

» Changing Settings from Operation Panel

» Setting Items on Operation Panel

45



I Changing Settings from Operation Panel

This section describes the procedure to change the settings in the Printer settings screen, taking the steps
to specify Magnification level for borderless as an example.

1. Check that printer is turned on.

= Power Supply

2. Select ! Various settings on HOME screen and press the OK button.

= |LCD and Operation Panel

3. Use the &'F buttons to select Printer settings and press the OK button.

The Printer settings screen is displayed.

4. Use the A buttons to select a setting item and press the OK button.

Printer settings

Print settings

LAN settings

PictBridge print settings
AirPrint print settings

Smartphaone photo print settings

The setting screen for the selected item is displayed.

5. Use the &'F buttons to select item and press the OK button.

Print settings
Prevent paper abrasion
Auto photo fix settings

Adjust horizontal print position

Magnification level for borderless

6. Use the AW buttons to select setting item and press the OK button.
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Large

Small

Minimum

For more on setting items on the operation panel:

= Setting Items on Operation Panel
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I Setting Items on Operation Panel

»» Note

» The administrator password is required to change some setting items if it is enabled for changing
settings using the operation panel.

For more on setting items which the administrator password is required:

= Setting Administrator Password on Operation Panel

I Items for Security

= Administrator password settings

I Items for Printer

= Other printer settings
= |anguage selection

= \Web service setup

= Energy saving settings

= Quiet setting

I Items for Paper/Printing

= Print settings

= PictBridge print settings

= AirPrint print settings

= Smartphone photo print settings
= Paper-related settings

I Items for Maintenance/Management

= L AN settings
= Auto maintenance settings

= Firmware update

= Reset settings
= Printer information
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I Print settings

* Prevent paper abrasion
Use this setting only if the print surface becomes smudged.

3% Important

» Be sure to set this back to OFF after printing since it may result in lower print quality.

» Auto photo fix settings

When Yes is selected, you can print photos using the Exif information recorded in the image files when
Default* or On is selected in printing with a PictBridge (Wi-Fi) compliant device.

* When Default is selected for the print setting on the PictBridge (Wi-Fi) compliant device, select Auto
photo fix for Photo fix in PictBridge print settings.

» Adjust horizontal print position
Adjusts the print position when the left/right margins are not aligned.

You can adjust the left/right margins in increments of 0.01 inch/0.1 mm between -0.12 inch/-3 mm and
+0.12 inch/+3 mm centered on the horizontal center of the paper.

32 Important

» For A3, A3+ and 12" x 12" (30 x 30 cm), you can adjust the left/right margins between -0.06 in. (-1.5
mm) and +0.06 in. (+1.5 mm) even if you specify the value over 0.06 in. (1.5 mm).

» Magnification level for borderless
Selects the amount of image that extends off the paper when printing in borderless (full).

When performing Borderless Printing, slight cropping may occur at the edges since the printed image is
enlarged to fill the whole page. You can change the width to be cropped from the borders of the original
image as needed.

22 Important
+ Settings will become ineffective in the following situations:
* Printing from a PictBridge (Wi-Fi) supporting device.

* Printing from a standard form.

»» Note

» When performing settings from application software or the printer driver, these settings will be
prioritized.

« If printouts contain margins even though you are printing in Borderless, specifying Large for this
setting may help solve the problem.
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I LAN settings

Select this setting item from HOME screen.

22 Important

» The administrator password is required to change settings if it is enabled for changing settings using

the operation panel.

* Wi-Fi

The following setting information on the Wi-Fi connection is displayed. (Some items are not displayed

depending on printer settings.)

Items Setting

Connection Enabled (connected) / Enabled (disconnected) / Disa-
ble

Network name (SSID) XXXXXXXXXXXXXXXX

XXXXXXXXXXXXXXXX (up to 32 characters)

Communication mode Infrastructure

Frequency 2.4GHz / 5GHz

Channel XX (up to 2 digits)

Wi-Fi security Disable / WEP (64 bit) / WEP (128 bit) / WPA-PSK
(TKIP) / WPA-PSK (AES) / WPA2-PSK (TKIP) / WPA2-
PSK (AES)

Signal strength (%) XXX

IPv4 address

XXX, XXX, XXX. XXX (12 characters)

IPv4 subnet mask

XXX XXX, XXX. XXX (12 characters)

IPv4 default gateway

XXX, XXX. XXX. XXX (12 characters)

IPv6 link-local address

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 link-local prefix length

XXX (up to 3 digits)

IPv6 manual address

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 manual prefix length

XXX (up to 3 digits)

IPv6 stateless address 1

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 1

XXX (up to 3 digits)

IPv6 stateless address 2

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 2

XXX (up to 3 digits)

IPv6 stateless address 3

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 3

XXX (up to 3 digits)
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IPv6 stateless address 4 XXXX: XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX: XXXX (32 characters)

IPv6 stateless prefix length 4 XXX (up to 3 digits)
IPv6 default gateway 1 XXXX: XXXX: XXXX: XXXX:

XXXX: XXXX: XXXX: XXXX (32 characters)
IPv6 default gateway 2 XXXX: XXXX: XXXX: XXXX:

XXXX: XXXX: XXXX: XXXX (32 characters)
IPv6 default gateway 3 XXXX: XXXX: XXXX: XXXX:

XXXX: XXXX: XXXX: XXXX (32 characters)
IPv6 default gateway 4 XXXX: XXXX: XXXX: XXXX:

XXXX: XXXX: XXXX: XXXX (32 characters)
MAC address (Wi-Fi) XXXXXXXX:XX: XX (12 characters)
IPsec settings Enable (ESP) / Enable (ESP & AH) / Enable (AH) / Disa-

ble
Printer name XXXXXXXXXXXXXXX (up to 15 characters)
Bonjour service name XXXXXXXXXXXXX

XXXXXXXXXXXXX

XXXXXXXXXXXXX

XXXXXXXXXXXXX (up to 52 characters)

("XX" represents alphanumeric characters.)
To change the setting, select Settings.
o Enable/disable Wi-Fi
Select Enable to wirelessly connect via wireless router.
o Wi-Fi setup
Select how to setup Wi-Fi.
[1 Easy wireless connect

Select if you specify the settings of the access point information to the printer directly from a
device (e.g. smartphone, or tablet) without operating the wireless router. Follow the on-screen
instructions of the connecting device for the setup procedure.

[0 Manual connect
Select when you perform settings for Wi-Fi manually using the operation panel of the printer.
[1 WPS (Push button method)

Select when you perform settings for Wi-Fi using a wireless router supporting a Wi-Fi Protected
Setup (WPS) push button method. Follow the on-screen instructions during setup.

[1 Other connection types
[0 Manual connect (adv.)
Select when you perform settings for Wi-Fi manually. You can specify multiple WEP keys.

[1 WPS (PIN code method)
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Select when you perform settings for Wi-Fi using a wireless router supporting a Wi-Fi
Protected Setup (WPS) PIN code method. Follow the on-screen instructions during setup.

o Advanced
For details on each setting item:

= Advanced

* Wireless Direct

The following setting information on the Wireless Direct connection is displayed. (Some items are not

displayed depending on printer settings.)

Items

Setting

Connection

Enable / Disable

Network (SSID)/device name

DIRECT-XXXX-PRO-300series

Password

XXXXXXXXXX (10 characters)

Communication mode

Wireless Direct

Channel

3

Wi-Fi security

WPA2-PSK (AES)

No. of printers connected now

XX/ XX

IPv4 address

XXX, XXX, XXX. XXX (12 characters)

IPv4 subnet mask

XXX, XXX, XXX. XXX (12 characters)

IPv4 default gateway

XXX XXX, XXX. XXX (12 characters)

IPv6 link-local address

XXXX: XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX: XXXX (32 characters)

IPv6 link-local prefix length

XXX (up to 3 digits)

MAC address (Wi-Fi)

XXXX XX XX XX: XX (12 characters)

IPsec settings

Enable (ESP) / Enable (ESP & AH) / Enable (AH) / Dis-
able

Printer name

XXXXXXXXXXXXXXX (up to 15 characters)

Bonjour service name

)0.9.0.9.0.0.9.9.9.9.0.0.4
)0.9.0.9.9.9.9.9.9.9.9.9.4
XXXXXXXXXXXXX
XXXXXXXXXXXXX (up to 52 characters)

("XX" represents alphanumeric characters.)
To change the setting, select Settings.

- Enable/disable Wireless Direct

Select Yes to wirelessly connect without wireless router.

o Change SSID/device name

Changes the identifier (SSID/the printer's name displayed on a Wi-Fi Direct compatible device) for

Wireless Direct.
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o Change password
Changes the password for Wireless Direct.
o Connection request confirmation
Changes the display/non-display of the confirmation screen when Wi-Fi Direct compatible devices
are connected to the printer.
> Advanced
For details on each setting item:

= Advanced

* Wired LAN

The following setting information on the Wired LAN connection is displayed. (Some items are not
displayed depending on printer settings.)

Items Setting

Connection Enabled (connected) / Enabled (disconnected) / Disa-

ble

IPv4 address

XXX, XXX, XXX. XXX (12 characters)

IPv4 subnet mask

XXX, XXX, XXX. XXX (12 characters)

IPv4 default gateway

XXX XXX, XXX. XXX (12 characters)

IPv6 link-local address

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 link-local prefix length

XXX (up to 3 digits)

IPv6 manual address

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 manual prefix length

XXX (up to 3 digits)

IPv6 stateless address 1

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 1

XXX (up to 3 digits)

IPv6 stateless address 2

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 2

XXX (up to 3 digits)

IPv6 stateless address 3

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 3

XXX (up to 3 digits)

IPv6 stateless address 4

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)

IPv6 stateless prefix length 4

XXX (up to 3 digits)

IPv6 default gateway 1

XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX:

XXXX:
XXXX (32 characters)
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IPv6 default gateway 2 XXXX: XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX: XXXX (32 characters)

IPv6 default gateway 3 XXXX: XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX: XXXX (32 characters)
IPv6 default gateway 4 XXXX: XXXX: XXXX: XXXX:
XXXX: XXXX: XXXX: XXXX (32 characters)
MAC address (Wired LAN) XXXXXX:XX:XX:XX (12 characters)
IPsec settings Enable (ESP) / Enable (ESP & AH) / Enable (AH) / Dis-
able
Printer name XXXXXXXXXXXXXXX (up to 15 characters)
Bonjour service name XXXXXXXXXXXXX
XXXXXXXXXXXXX
XXXXXXXXXXXXX

XXXXXXXXXXXXX (up to 52 characters)

("XX" represents alphanumeric characters.)
To change the setting, select Settings.
> Enable/disable Wired LAN

Select Enable when connecting to wired LAN.

> Advanced
For details on each setting item:

= Advanced

* Print details

Prints out the LAN setting information of the printer with Wi-Fi connection, wired LAN connection,
wireless direct connection.

For the items that can be checked, see the following.
= Printing Network Settings

22 Important

+ Important information on your computer is stated on the paper on which the LAN setting information
is printed. Please handle with care enough.

»» Note

* You can also print out the LAN setting information by selecting in the following order from the
HOME screen.

LAN settings > Print details

* Advanced

By selecting Advanced on each setting screen of Wi-Fi connection, wired LAN connection, wireless
direct connection, LAN information can be set in detail.
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3% Important

« If the LAN is disabled, the following items can not be selected.

o Set printer name
Specifies the printer name. You can use 2 to 15 characters for the name.

»» Note

* You cannot use the same printer name as that already used for other LAN connected devices.
* You cannot use a hyphen for the initial or last character of the printer name.
o TCP/IP settings
Performs IPv4 or IPv6 setting.
o WSD settings

Setting items when you use WSD (one of the network protocols supported in Windows 10, Windows
8.1, and Windows 7).

[0 Enable/disable WSD
Selects whether WSD is enabled or disabled.
»>» Note

* When this setting is enabled, the printer icon is displayed on the Network Explorer in
Windows 10, Windows 8.1, and Windows 7.
[ Optimize inbound WSD
Selecting Enable allows you to receive the WSD printing data faster.
[l Timeout settings
Specifies the timeout length.
> Bonjour settings
Setting items when you use Bonjour.
[0 Enable/disable Bonjour
Selecting Enable allows you to use Bonjour to perform the network settings.
[ Service name
Specifies the Bonjour service name. You can use up to 48 characters for the name.

»» Note

* You cannot use the same service name as that already used for other LAN connected
devices.
o |EEE802.1X settings
Sets the IEEE802.1X authentication method, etc.
o LPR protocol settings
Enables/Disables the LPR setting.
o RAW protocol
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Enables/Disables RAW printing.
LLMNR

Specifies ON/OFF of LLMNR (Link-Local Multicast Name Resolution). Selecting ON allows the
printer to detect printer's IP address from the printer name without a DNS server.

IPP settings
Selecting Enable allows you to print via the network with the IPP protocol.
PictBridge communication
Setting items for printing from a PictBridge (Wi-Fi) compliant device.
[ Enable/disable communication
Selecting Enable allows you to print from a PictBridge (Wi-Fi) compliant device.
00 Timeout setting
Specifies the timeout length.
Wi-Fi DRX settings
Selecting Enable allows you to activate discontinuous reception when using Wi-Fi.
Wired LAN DRX settings

Selecting Enable allows you to activate discontinuous reception when the printer is connected to a
device compatible with wired LAN.

IPsec settings

Selecting Enable allows you to specify the IPsec security.
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I PictBridge print settings

Select this setting item from Printer settings on Various settings.
You can change the print settings when printing from a PictBridge (Wi-Fi) compliant device.

Set the print settings to Default on the PictBridge (Wi-Fi) compliant device when you want to print according
to the settings on the printer.

To change print settings from the PictBridge (Wi-Fi) compliant device:

= Settings on PictBridge (Wi-Fi) Compliant Device

PictBridge print settings

Page size 4"%6" (10x15¢cm) A

Wi Pro Platinum B

Print qlty Standard C

Border Borderless D
PictBridge print settings

Print gty Standard

Border Borderless

Photo fix Auto photo fix

Red-EyeCorrection F

[ o =S

A. Page size
Select the paper size when printing directly from a PictBridge (Wi-Fi) compliant device.

When you perform PictBridge (Wi-Fi) settings from the printer, set Paper size to Default on the
PictBridge (Wi-Fi) compliant device.

B. Type (Media type)
Select the media type when printing directly from a PictBridge (Wi-Fi) compliant device.

When you perform PictBridge (Wi-Fi) settings from the printer, set Paper type to Default on the
PictBridge (Wi-Fi) compliant device.

C. Print qlty (Print quality)

Select the print quality when printing directly from a PictBridge (Wi-Fi) compliant device.
D. Border (Bordered/Borderless print)

Select the bordered/borderless layout.

When you perform PictBridge (Wi-Fi) settings from the printer, set Layout to Default on the PictBridge
(Wi-Fi) compliant device.

E. Photo fix
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When Auto photo fix is selected, the scene or person's face of a shot photo is recognized and the
most suitable correction for each photo is made automatically. It makes a darkened face by backlight
brighter to print. It also analyzes a scene such as scenery, night scene, person, etc. and corrects each
scene with the most suitable color, brightness, or contrasts automatically to print.

»» Note

 As a default, photos on a PictBridge (Wi-Fi) compliant device are printed with auto correction
applied.

* If No correction is selected, photos are printed without correction.

F. Red-EyeCorrection
Select ON to correct red eyes in portraits caused by flash photography.

Depending on the type of the photo, red eyes may not be corrected or parts other than the eyes may be
corrected.

G. Press OK button to specify the print settings.
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I AirPrint print settings

Select this setting item from Printer settings on Various settings.

You can change the print settings when printing using AirPrint from the macOS device or the iOS device.

* Print quality settings
o Color mode
Select the color correction method suited to the type of document to be printed.
32 Important

» Even if you select ICC profile, printing is performed without ICC profile if ICC profile is not
included in the paper information added with Media Configuration Tool. Even if ICC profile is
included in the paper information, printing will fail and the paper will be ejected as the blank
paper if the Profile is not supported with the printer.

o Clear coating
Specifies the clear coating area.

If you select Auto, the printer automatically sets the areas to be clear-coated and whether clear
coating is to be executed.

It may be possible to reduce the ink consumption of the chroma optimizer (CO) or to accelerate the
print speed.

If you select Overall, the printer clear-coats the entire print area.

If selecting Auto produced unsatisfactory clear coating effects, selecting Overall may improve the
results.

22 Important

» The selection of Overall may be disabled depending on the media type and the print quality.
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I Smartphone photo print settings

You can set the correction for image quality when printing photos from the smartphone or tablet.

+ Auto photo fix

Selecting ON will automatically correct to the optimum image quality.

»» Note

» Depending on the print function of the smartphone or tablet used, image correction may not be
possible.
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I Other printer settings

Select this setting item from Printer settings on Various settings.

22 Important

» The administrator password is required to change this setting if the administrator password is enabled.

» Date/time settings
Sets the current date and time.

32 Important

« If a power failure occurs or you unplug the power cord, the date/time settings will be reset.

» Date display format

Changes the display format of dates when printed.

* Key repeat
Enables/Disables continuous input by pressing and holding down the i"“ " buttons when selecting
a menu or setting item.

* Use of Remote Ul

Enables/Disables Remote UlI.

» Keyboard layout
You can select a layout to display on the LCD from the keyboard layouts below.
o QWERTY
> QWERTZ
o AZERTY
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I Language selection

Select this setting item from Printer settings on Various settings.

22 Important

» The administrator password is required to change this setting if the administrator password is enabled.

Changes the language for messages and menus on the LCD.
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I Firmware update

Select this setting item from Printer settings on Various settings.

22 Important

» The administrator password is required to change this setting if the administrator password is enabled.

You can update the firmware of the printer, check the firmware version, or perform settings of a notification
screen, a DNS server and a proxy server.

»» Note

 If LAN is disabled, you can not use Install update, DNS server setup, Proxy server setup.

+ Install update

Performs the firmware update of the printer. If you select Yes, the firmware update starts. Follow the on-
screen instructions to perform update.

32 Important

* When you use this function, make sure the printer is connected to the Internet.

»>» Note
« If the firmware update is not complete, check the following and take an appropriate action.
» Check the network settings such as a wireless router.

« If Cannot connect to the server. is displayed on the LCD, press the OK button and try again
after a while.

* Check current version

You can check the current firmware version.

» Update notification settings
When Yes is selected and the firmware update is available, the screen to inform you of the firmware
update is displayed on the LCD.

* DNS server setup
Performs settings for a DNS server. Select Auto setup or Manual setup. If you select Manual setup,
follow the display on the LCD to perform settings.

* Proxy server setup

Performs settings for a proxy server. Follow the display on the LCD to perform settings.
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I Paper-related settings

Select this setting item from Printer settings on Various settings.

» Top feed paper settings

Set the paper size and the media type of paper loaded in the top feed.

* Manual feed tray paper settings

Set the paper size and the media type of paper loaded in the manual feed tray.

* Check paper replacement
If you select Yes, the printer detects that the paper is loaded or removed.
When the paper registration screen is displayed after loading paper, register the paper size and the
media type.

* Det. paper setting mismatch

If you select Yes, the printer detects whether the paper size and the media type are the same as those
registered. If printing starts with the settings that do not match, an error message appears on the LCD.

= Register Paper Information

+ Advanced paper settings
Perform the following settings for each media type.

o Paper thickness (head height)
o Extension for borderless printing
> Unidirectional printing
> Pause between scans
o Pause between pages
o Detect paper width

If you are concerned about the printout results such as uneven colors, select ON on Unidirectional
printing.

Selecting Reset paper settings for all paper, Yes and pressing the OK button initializes the settings.
Entering the administrator password is required if it is enabled.

» Print advanced paper settings
Selecting Yes and pressing the OK button prints out each setting specified in Advanced paper
settings.

* Reset paper settings for all paper

Selecting Yes and pressing the OK button initializes each setting specified in Advanced paper
settings.

Entering the administrator password is required if it is enabled.
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I Energy saving settings

Select this setting item from Printer settings on Various settings.

Enabling this setting allows you to turn on/off the printer automatically to save electricity.

32 Important

» The administrator password is required to change this setting if the administrator password is enabled.

» Auto power off

Specifies the length of time to turn off the printer automatically when no operation is made or no printing
data is sent to the printer.

+ Auto power on

Selecting ON enables the printer to turn on automatically when printing data is sent to the printer.

65



I Quiet setting

Select this setting item from Printer settings on Various settings.
Enable this function on the printer if you want to reduce the operating noise, such as when printing at night.

3% Important

» The administrator password is required to change this setting if the administrator password is enabled.

- OFF

Select when you do not use the quiet mode.

+ ON
Select to reduce the operating noise when printing.
3% Important
» Operating speed is reduced compared to when OFF is selected.

 This function may not be so effective depending on the printer's setting. Furthermore, certain noise,
such as when the printer is preparing for printing, is not reduced.

»» Note

* You can set Quiet setting from the operation panel of the printer or the printer driver. No matter how
you set the quiet mode, the mode is applied when you perform operations from the operation panel of
the printer or printing from the computer.
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I Auto maintenance settings

Select this setting item from Printer settings on Various settings.

22 Important

» The administrator password is required to change this setting if the administrator password is enabled.

* Auto nozzle check

Enables/Disables automatic nozzle checking.
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I Administrator password settings

Select this setting item from Printer settings on Various settings.

22 Important

» The administrator password is required to change this setting if the administrator password is enabled.

You can specify or disable the administrator password.

If you specify the administrator password, select the range and specify the administrator password.

* Remote Ul and other tools
Entering the administrator password is required to change the setting items using the Remote Ul or |J
Network Device Setup Utility.

« LCD, Remote Ul, and other tools

Entering the administrator password is required to change the setting items using the operation panel of
the printer, the Remote Ul, or IJ Network Device Setup Utility.

= Setting Administrator Password on Operation Panel

68



I Setting Administrator Password on Operation Panel

You can specify or disable the administrator password.

Specifying the administrator password requires you to enter the password to use the items or change the
settings below.

* Web service setup

* LAN settings

+ Other printer settings

+ Language selection

* Firmware update

* Energy saving settings

* Quiet setting

+ Auto maintenance settings

+ Administrator password settings

* Reset settings (except for Reset all)

Follow the procedure below to specify the administrator password.

1. Check that printer is turned on.

= Power Supply

2. Select ! Various settings on HOME screen and press the OK button.

= |LCD and Operation Panel

3. Use the &'F buttons to select Printer settings and press the OK button.

4. Use the A'Y buttons to select Administrator password settings and press the OK
button.

5. When confirmation screen to specify administrator password is displayed, select Yes and
press the OK button.

If an administrator password is not specified, the register confirmation message appears. Select Yes and
press the OK button. When the message appears again, press the OK button.

2% Important

» The administrator password is set at the time of purchase. The printer's serial number is used as
the password.

For the administrator password, refer to Administrator Password.
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6.

10.

When the Manage passwords screen is displayed, use the &'¥ buttons to select Change
administrator password and press the OK button.

If you do not specify an administrator password, select Remove administrator password and OK
button. Select Yes and press the OK button. When the message appears again, press the OK button.

Use the &Y buttons to select range where administrator password is valid and press the
OK button.

Remote Ul and other tools
Entering the administrator password is required to change the setting items using the Remote Ul or
IJ Network Device Setup Utility.

LCD, Remote Ul, and other tools
Entering the administrator password is required to change the setting items using the operation
panel of the printer, the Remote Ul, or IJ Network Device Setup Utility.

Enter administrator password.
Pressing the OK button displays the input screen.

Use the "“ " buttons to select OK and press the OK button when you finished entering the
administrator password.

2% Important
 The following character restrictions apply to the password:
+ Set the password by using 4 to 32 characters.

+ The allowed characters are single-byte alphanumeric characters, blank space, umlaut
characters, and the below symbols.

-l@#S % N& s, =+ () [1{ <>

 For security reasons, we recommend you use 8 and more alphanumeric characters.

Use the &Y buttons to select Apply and press OK button.

Enter administrator password you specified again.
Pressing the OK button displays the input screen.

After you finished entering the administrator password on the password input screen, use the 174 ’
buttons to select Apply and press the OK button.

The administrator password is enabled.

I When You Want to Disable the Administrator Password:

After operating in the following order on the printer's operation panel, follow the on-screen instructions to

remove the administrator password.

Various settings > Printer settings > Administrator password settings > Enter the administrator

password > Remove administrator password
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I Reset settings

Select this setting item from Printer settings on Various settings.

22 Important

» The administrator password is required to change this setting if the administrator password is enabled.

You can set the settings back to the default.

* Web service setup only

Sets the Web service settings back to the default.

* LAN settings only

Sets the LAN settings other than the administrator password back to the default.

+ Settings only

Sets the settings such as the paper size or media type back to the default.

* Reset all

Sets all settings you made to the printer back to the default. The administrator password specified for
the printer is set to the default setting.

2> Note
* You cannot set the following setting items back to the default:
» The language displayed on the LCD
» The current position of the print head
* CSR (Certificate Signing Request) for encryption method (SSL/TLS) setting

» Media information registered to the printer by using Media Configuration Tool
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I Web service setup

Select this setting item from Web service setup on Various settings.

22 Important

+ This setting item is for the administrator. The administrator password is required to change settings.

+ Web service usage registration/Web service usage cancellation

Registers/Deletes Web service usage to use the printer device information to/from PIXMA/MAXIFY
Cloud Link.

* Web service connection setup
The following setting items are available.
> Google Cloud Print setup
Registers/Deletes the printer to/from Google Cloud Print.
° IJ Cloud Printing Center setup
Registers/Deletes the printer to/from Canon Inkjet Cloud Printing Center.
o Check Web service setup

Make sure whether the printer is registered to Google Cloud Print or Canon Inkjet Cloud Printing
Center.

* Issue registration code

In order to link the web service and printer, obtain the registration code from the service origin.

* DNS server setup

Performs settings for a DNS server. Select Auto setup or Manual setup. If you select Manual setup,
follow the display on the LCD to perform settings.

* Proxy server setup

Performs settings for a proxy server. Follow the display on the LCD to perform settings.
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I Printer information

Select this setting item from HOME screen.

+ System information

Displays printer's system information.

* Error history
Displays the error history.
Up to 5 error codes appears.

For more on the error code, refer to List of Support Code for Error.
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I Changing Printer Settings from Your Computer (Windows)

» Changing the Print Options

¥

Registering a Frequently Used Printing Profile

¥

Updating Media Information in Printer Driver

¥

Managing the Printer Power

¥

Changing the Printer Operation Mode

¥

Reducing the Printer Noise
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I Changing the Print Options

You can change the detailed printer driver settings for print data that is sent from an application software.

Check this check box if part of the image data is cut off, the paper source during printing differs from the
driver settings, or printing fails.

1. Open the printer driver setup window

2. Click Print Options... on the Page Setup tab
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3. Change the individual settings
If necessary, change the setting of each item, and then click OK.

The Page Setup tab is displayed again.
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I Registering a Frequently Used Printing Profile

You can register the frequently used printing profile to Commonly Used Settings on the Quick Setup tab.
Unnecessary printing profiles can be deleted at any time.

I Registering a Printing Profile

1. Open the printer driver setup window

2. Set the necessary items

From Commonly Used Settings on the Quick Setup tab, select the printing profile to be used and if
necessary, change the settings after Additional Features.
You can also register necessary items on the Main and Page Setup tabs.

3. Click Save...
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The Save Commonly Used Settings dialog box opens.
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4. Save the settings

Enter a name for the print settings to register in the Name field. If necessary, click Options..., set the
items, and then click OK.
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In the Save Commonly Used Settings dialog box, click OK to save the print settings and return to the
Quick Setup tab.
The name and icon are displayed in Commonly Used Settings.

2% Important

» To save the page size, orientation, and number of copies that was set in each sheet, click Options...,
and check each item.

»>» Note

* When you re-install the printer driver or upgrade the printer driver version, the print settings that are
already registered will be deleted from Commonly Used Settings.
Registered print settings cannot be saved and preserved. If a profile is deleted, register the print
settings again.

I Deleting Unnecessary Printing Profile

1. Select the printing profile to be deleted

Select the printing profile you want to delete from the Commonly Used Settings list on the Quick
Setup tab.

2. Delete the printing profile

Click Delete. When the confirmation message appears, click OK.
The selected printing profile is deleted from the Commonly Used Settings list.

»>» Note

* Printing profiles that are registered in the initial settings cannot be deleted.
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I Updating Media Information in Printer Driver

This function gets the latest media information from the printer and updates the media information in the
printer driver.

When the media information is updated, the media displayed for Media Type on the Main tab is updated to
the latest information.

The procedure for updating media information is described below.

B@

1. Open printer driver setup screen

Update Media Information

2. On Maintenance tab, click Update Media Information

The Update Media Information dialog box appears.
When media information on the driver cannot be successfully updated, click Initial Check Items and
check the content that is displayed.

3. Check that the media information has updated

By following the dialog instructions, check that the printer is on, and then click Execute.

After checking whether or not the printer media information needs to be updated, a message will be
displayed.

If the printer media information is up to date, click OK and finish updating media information.

If the information needs to be updated, follow the below steps to do so:

4. Update media information

When a confirmation message appears, click OK.
The printer driver media information will update.

3% Important

* It may take some time to update the media information.

5. Finish updating media information

When a confirmation message appears, click OK.
The media information will be updated.

32 Important

* Restart the printer driver after updating media information.
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3% Important

» Ensure that a user with administrative privileges carries out the media information update.
Users other than administrators can check if a media information update is required, but cannot carry
out the update itself.

» Do not change media information on the printer while you are updating media information on the
driver.

* When you have added, deleted, or edited media using administrative tools (the Media Configuration
Tool) but have not updated the media information, issues may arise such as the inability to print.
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I Managing the Printer Power

This function allows you to manage the printer power from the Canon IJ Printer Assistant Tool.

| @ Power Off

The Power Off function turns off the printer. When you use this function, you will not be able to turn the
printer on from the Canon IJ Printer Assistant Tool.

1. Open Canon |J Printer Assistant Tool

2. Perform power off

Click Power Off. When the confirmation message appears, click OK.

The printer power switches off.

| @ Auto Power

Auto Power allows you to set Auto Power On and Auto Power Off.

The Auto Power On function automatically turns on the printer when data is received.

The Auto Power Off function automatically turns off the printer when there are no operations from the
printer driver or the printer for a specified period of time.

1. Open the Canon |J Printer Assistant Tool

2. Check that the printer is on, and then click Auto Power
The Auto Power Settings dialog box will open.

»» Note

« If the printer is off or if communication between the printer and the computer is disabled, an
error message may appear because the computer cannot collect the printer status.
If this happens, click OK to display the most recent settings specified on your computer.

3. If necessary, complete the following settings:

Auto Power On
Specifying Enable from the list will turn the printer on upon receipt of print data.

Auto Power Off
Specify the time from the list. When this time lapses without any operations from the printer driver
or the printer, the printer is turned off automatically.

4. Apply the settings
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Click OK. When the confirmation message appears, click OK.

The setting is enabled after this. When you want to disable this function, select Disable from the list
according to the same procedure.

> Note

* When the printer is turned off, the Canon IJ Status Monitor message varies depending on the Auto
Power On setting.
When the setting is Enable, "Printer is standing by" is displayed. When the setting is Disable,
"Printer is offline" is displayed.
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I Changing the Printer Operation Mode

If necessary, switch between various modes of printer operation.

—
0 Custom Settings

1. Open the Canon |J Printer Assistant Tool

2. Check that the printer is on and then click Custom Settings

The Custom Settings dialog box opens.

> Note

« If the printer is off or if communication between the printer and the computer is disabled, an
error message may appear because the computer cannot collect the printer status.
If this happens, click OK to display the most recent settings specified on your computer.

3. If necessary, complete the following settings:

Detects compatible media in the multi-purpose tray
Detects whether compatible media is loaded on the multi-purpose tray during printing using the
multi-purpose tray, and displays a message if compatible media is not loaded.
Check this check box to detect whether compatible media is loaded when printing.
Uncheck this check box to print without detecting whether compatible media is loaded.

32 Important

« If you leave this check box unchecked, the printer may print to the multi-purpose tray even if
compatible media is not loaded on the multi-purpose tray. Therefore, you should check this
check box under normal circumstances.

« If you load compatible media that has already been printed onto the multi-purpose tray, the
printer may detect that no compatible media is loaded on the multi-purpose tray. In this case,
uncheck this check box.

Rotate 90 degrees left when orientation is [Landscape]
On the Page Setup tab, you can change the rotation direction of the Landscape in the
Orientation.
To rotate the print data 90 degrees to the left during printing, select this item. To rotate the print
data 90 degrees to the right during printing, clear this item.

32 Important

» Do not change this setting while the print job is displayed in the print wait list. Otherwise,
characters may be omitted or the layout may become corrupt.

Do not detect mismatched paper settings when printing from a computer
When you print documents from your computer, the paper settings in the printer driver and the
paper information registered on the printer do not match, this setting disables the message
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display and allows you to continue printing.
To disable detection of paper setting mismatches, select this check box.

Disables paper width detection when printing from computer
Even if the paper width identified by the printer during printing from the computer differs from the
paper width that was set in Paper Size on the Page Setup tab, this function disables the
message display and allows you to continue printing.
To disable detection of the paper width during printing, check this check box.

4. Apply the settings

Click OK and when the confirmation message appears, click OK.

The printer operates with the modified settings hereafter.

&3



I Reducing the Printer Noise

The silent function allows you to reduce the operating noise of this printer. Select when you wish to reduce
the operating noise of the printer at night, etc.
Using this function may lower the print speed.

| GE Quiet Settings

1. Open Canon |J Printer Assistant Tool

2. Click Quiet Settings
The Quiet Settings dialog box opens.
»» Note

« If the printer is off or if communication between the printer and the computer is disabled, an
error message may appear because the computer cannot collect the printer status.
If this happens, click OK to display the most recent settings specified on your computer.

3. Set the quiet mode

If necessary, specify one of the following items:

Do not use quiet mode
Select this option when you wish to use the printer with volume of normal operating noise.

Always use quiet mode
Select this option when you wish to reduce the operating noise of the printer.

Use quiet mode during specified hours
Select this option when you wish to reduce the operating noise of the printer during a specified
period of time.
Set the Start time and the End time of the quiet mode you wish to be activated. If both are set to
the same time, the quiet mode will not function.

22 Important

* You can set the quiet mode from the operation panel of the printer or the Canon IJ Printer
Assistant Tool.
No matter how you use to set the quiet mode, the mode is applied when you perform operations
from the operation panel of the printer or printing from the computer.

* Quiet Mode is not applied to operations (direct print, etc.) performed directly from the printer
even during times set for Use quiet mode during specified hours.

4. Apply the settings

Check that the printer is on and then click OK.
Click OK when the confirmation message appears.
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The settings are enabled hereafter.

»» Note

» The effects of the quiet mode may be less depending on the paper source and the print quality settings.
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I Changing Printer's Setting Using Web Browser

» Configuration Changes Using Web Browser
» Changeable Setting Items Using Web Browser
» Setting Password

» Registering Printer's Root Certificate to Web Browser for SSL Communication
(Remote Ul)

» Registering Printer's Root Certificate to Local Computer for SSL
Communication

» Generating Server Certificate (Self-signed Certificate)
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I Configuration Changes Using Web Browser

You can check the printer status and change the printer settings using the web browser on your
smartphone, tablet, or computer.

To check the printer status and to change the printer settings, display "Remote UI" on the web browser.

»>» Note

* Remote Ul is a software that enables you to perform operations, which are usually performed on the
printer's operation panel, using a Web browser over a network.

LAN connection with the printer is required to use Remote Ul.
* You can use Remote Ul on the following OS and the web browser.

+ iOS device

0S:i0S 11.0 or later

Web browser: iOS standard Web browser (Mobile Safari)
+ Android device

OS: Android 4.4 or later

Web browser: Android standard Web browser (Chrome)
* macOS device

OS: Mac OS X v10.10 or later

Web browser: Safari 10.0 or later
* Windows device

OS: Windows 10/Windows 8.1/Windows 7 SP1 or later

Web browser: Internet Explorer 11 or later, Google Chrome, or Mozilla Firefox

1. Check that printer is turned on.

= Power Supply
2. Check printer's IP address.

1. Display the HOME screen.

If the HOME screen is not displayed, select the HOME button.

()

2. Use the AW buttons to select LAN settings on HOME screen and press the OK
button.

= | CD and Operation Panel

The setup menu screen will appear.

3. Use the &' buttons to select enabled LAN, and press the OK button.

87



Diagonal lines are displayed for disabled LAN icons.

4. Use the A Y buttons, check the IPv4 address.

3. Open web browser on your smartphone, tablet, or computer and enter IP address.
Enter as following in the URL field of the web browser.
http://XXX XXX XXX XXX
Enter the IP address in "XXX XXX XXX XXX".

When you access, "Remote UI" will be displayed on the web browser on your smartphone, tablet, or
computer.

4. If you display Remote Ul for the first time on your smartphone, tablet, or computer, select
For secure communication.

Download the root certificate, and then register it.

= Registering Printer's Root Certificate to Web Browser for SSL Communication (Remote Ul)

»» Note

» Once you register the root certificate to the web browser on your smartphone, tablet, or computer,
this step is not necessary after the next time.

If all settings are set back to the default from the printer's operation panel, download the root
certificate again, and then register it.

« If the root certificate is not registered, a message to warn you that the secure connection is not
guaranteed may appear.

5. Select Log in.

The password authentication screen appears.

> Note

* When the standard user mode is enabled, choose either administrator mode or standard user
mode to log in.

After choosing a mode and selecting Log in, the password authentication screen of each mode
appears.

6. Enter password.

When the password authentication is complete, the menus that can be utilized are displayed on the web
browser.

3% Important

» The password is set at the time of purchase. The password is the printer serial number. The
printer serial number is printed on the sticker attached on the printer. It consists of 9 alphanumeric
characters (four alphabets followed by five numbers).
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For details on setting password, see Setting Password.

7. Check printer status and change printer settings.

For changeable setting items, see below.

= Changeable Setting Items Using Web Browser

8. When you finish checking printer status and changing printer settings, select Log out.

9. Close web browser.
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I Changeable Setting Items Using Web Browser

3> Note
» The items described here and the items displayed in the web browser may differ in display order.

» The item which can be used is different in administrator mode or in standard user mode.

I Items for Security

Security (Item for administrator)
This function allows you to specify the password, the standard user mode settings, and SSL/TLS
settings of certificate for encrypted communication.
For details on setting password, see Setting Password.

I Items for Maintenance/Management
Utilities
This function allows you to set and perform maintenance such as cleaning.
System info and LAN settings
This function allows you to check the system information and to change the LAN settings.
If you place a check mark of Enable HTTPS redirection in CHMP settings in Advanced setup in

LAN settings, it becomes possible to authenticate the communication partner and encrypt the
communication data by HTTPS communication.

»» Note

» Some of the menu is available only when you are logged in administrator mode.

Firmware update (Item for administrator)
This function allows you to update the firmware and check version information.

Language selection (Item for administrator)
This function allows you to change the language on the display.

I Items for Printer

Printer settings
This function allows you to change the printer settings such as the energy saving settings, and the
print settings.

»» Note

» Some of the menu is available only when you are logged in administrator mode.
AirPrint settings

This function allows you to perform print settings when printing using AirPrint from the macOS device
or the iOS device.
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Web service connection setup (Item for administrator)

This function allows you to register to Google Cloud Print or IJ Cloud Printing Center, or delete a
registration.

I Other Items

Printer status

This function displays printer information such as the remaining ink amount, the status, and detailed
error information.

You can also connect to the ink purchase site or support page, and use Web Services.

Manual (Online)
This function displays the Online Manual.
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I Setting Password

Each of passwords for administrator and standard user can be set.

When logging in with password for administrator, all settings can be changed.

When logging in with password for standard user, some of the settings can be changed.

When logging in with password for administrator, you can restrict the function for standard user.

= Setting Administrator Password
= Setting Standard User Password

»>» Note

» Password can be set only when you are logged in administrator mode.

I Setting Administrator Password

Change the administrator password by following the steps below.

3% Important

» The password is set at the time of purchase. The password is the printer serial number. The printer
serial number is printed on the sticker attached on the printer. It consists of 9 alphanumeric
characters (four alphabets followed by five numbers).

1. Display printer status on web browser.

2. Select Security.

The menus are displayed.
3. Select Administrator password setting.

4. Select Change administrator password.

If the administrator password is not set, registration confirming message is displayed. Select Yes.
When message is displayed again, select OK.

5. Select range where administrator password is valid and select OK.

Remote Ul and other tools

Entering the administrator password is required to change the setting items using the Remote Ul
or some software.

Operation panel/Remote Ul/other tools

Entering the administrator password is required to change the setting items using the operation
panel of the printer, the Remote Ul, or some software.

6. Enter a password, and then select OK.
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32 Important
» The following character restrictions apply to the password:

+ Set the password by using 4 to 32 characters.
» The allowed characters are single-byte alphanumeric characters, blank space, umlaut
characters, and the below characters.

-l@#S P N&T = () {1 <>

» For security reasons, we recommend you use 8 and more alphanumeric characters.
7. When the completion message is displayed, select OK.

I Setting Standard User Password

Enable the standard user mode and set a standard user password by following the steps below.

-—

. Display printer status on web browser.

2. Select Security.

The menus are displayed.
3. Select Standard user mode settings.
4. When the confirming message is displayed, select Yes.

5. Enter a password, and then select OK.
3% Important

» The following character restrictions apply to the password:

» Set the password by using 4 to 32 characters.
» The allowed characters are single-byte alphanumeric characters, blank space, umlaut
characters, and the below characters.

l@#S P N&T s, =+ (O) {1 <> ]

» For security reasons, we recommend you use 8 and more alphanumeric characters.

6. When the completion message is displayed, select OK.
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Registering Printer's Root Certificate to Web Browser for SSL
Communication (Remote Ul)

If the printer's root certificate has not been registered to the web browser, a message to warn you that the
secure connection is not guaranteed may appear.

When you display Remote Ul for the first time on your smartphone, tablet, or computer, download the root
certificate, and then register it to the web browser. The secure connection will be confirmed and a message
will not appear. However, the message may appear depending on a web browser even after you have
registered the root certificate.

How to register the root certificate varies depending on the web browser.

= For Internet Explorer

= For Safari

= For Chrome on Android
= For Mobile Safari on iOS

Operating procedure may differ depending on the version of your web browser. For other web browser, refer
to each help.

3% Important

» Make sure that you have accessed to the printer IP address correctly by checking the URL field of the
web browser before registering the root certificate.

« If the printer is connected via IPv6 using Windows, you need to generate a server certificate using
Remote UI.

For details, see Generating Server Certificate (Self-signed Certificate).

I For Internet Explorer

1. Select Download on Remote UI.

Downloading the root certificate is started.

2. If confirmation screen appears, select Open.

Certificate screen is displayed.

»» Note

» To save the certificate file to your device and register it, select Save. Select Internet options
from Tool menu of Internet Explorer, register the root certificate from Certificates on Content
sheet.

3. Select Install Certificate.

Certificate Import Wizard screen is displayed.

4. Select Next.
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5. Select Place all certificates in the following store.

6. Select Browse.

Select Certificate Store screen is displayed.
7. Select Trusted Root Certification Authorities and OK.
8. Select Next on Certificate Import Wizard screen.

9. If Completing the Certificate Import Wizard appears, select Finish.

Security Warning screen is displayed.

10. Make sure that thumbprint on Security Warning screen matches printer's thumbprint.

The printer's thumbprint is displayed in Root cert. thumbprint (SHA-1) column or Root cert.
thumbprint (SHA-256) column when operated in the following order from the printer's operation
panel.

Printer information > System information
11. If thumbprint on Security Warning screen matches printer's thumbprint, select Yes.

12. Select OK on Certificate Import Wizard screen.

The root certificate registration is completed.

I For Safari

1. Select Download on Remote UI.

Downloading the root certificate is started.

2. Open the downloaded file.

Add Certificates screen is displayed.

3. Select Add.

4. Make sure that thumbprint of certificate detail information matches printer's thumbprint.

The printer's thumbprint is displayed in Root cert. thumbprint (SHA-1) column or Root cert.
thumbprint (SHA-256) column when operated in the following order from the printer's operation
panel.

Printer information > System information
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5. If thumbprint of certificate detail information matches printer's thumbprint, select Always
Trust.

The root certificate registration is completed.

> Note

« If a password is set on your device, entering a password may be required.

I For Chrome on Android

1. Select Download on Remote UI.

Downloading the root certificate is started and then Name the certificate screen is displayed.

2. As entering the root certificate name is required, enter an arbitrary certificate name and
select OK.

The root certificate registration is completed.

»» Note

« If PIN or password is not set as security type, the attention screen may appear. Select OK, and
then set the security type to PIN or password.

After Root Certificate Registration
We recommend that you make sure that the correct root certificate has been registered.

To make sure that the correct root certificate has been registered, make sure that thumbprint of
certificate information matches printer's thumbprint. Follow the steps below.

»» Note

+ Some Android devices cannot be checked the thumbprint of a registered route certificate.

1. From Settings menu on your device, select Security, Trust credentials, and USER.

The list of downloaded certificates appears.

2. Select downloaded certificate.

The certificate information appears.

3. Make sure that thumbprint of certificate information matches printer's thumbprint.

The printer's thumbprint is displayed in Root cert. thumbprint (SHA-1) column or Root cert.
thumbprint (SHA-256) column when operated in the following order from the printer's operation
panel.

Printer information > System information

4. If thumbprint of certificate information screen matches printer's thumbprint, select OK.
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The root certificate registration is completed.

If the message to warn you that the secure connection is not guaranteed appears when you select
Log in on Remote Ul after registering the root certificate, restart the web browser. The message will
not appear on the web browser.

»» Note

» Depending on the Android device, a warning may appear even after registering the proper root
certificate.

I For Mobile Safari on iOS

1. Select Download on Remote UI.

Downloading the root certificate is started and then Install Profile screen is displayed.

2. Select Install.

Warning screen is displayed.
2> Note

« If a password is set on your device, entering a password may be required.

3. Select Install.

4. Select Install on displayed dialog.

The root certificate registration is completed.
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Registering Printer's Root Certificate to Local Computer for
SSL Communication

To print from your computer or use Device Management Console and so on, when you connect the printer
to a computer using SSL encrypted communication, you need to register (import) the printer's root certificate
to your computer.

Procedure to register the certificate varies depending on your operation environment.

3% Important

« If the printer is connected via IPv6 using Windows, you need to generate a server certificate using
Remote Ul.

For details, see Generating Server Certificate (Self-signed Certificate).

= For Windows 10/Windows 8.1
= For Windows 7
= For macOS

Operation procedure may differ depending on your OS version.

| For Windows 10/Windows 8.1

The procedure below describes how to import a root certificate in Windows 10/Windows 8.1.

1. Start up Remote Ul.

2. Select For secure communication.

> Note

* You can download a certificate from Status Monitor.

1. Open status monitor.

Open the Printing Preferance, and select Enable Status Monitor on Main.

2. Download a certificate.

Select Download Security Certificate from the Remote Ul menu.

3. Select Download.

The root certificate will be downloaded.

4. When download confirmation screen is displayed, select Open.

The Certificate screen appears.

5. Select Install Certificate.
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The Certificate Import Wizard screen appears.

6. Select Local Machine.

1. Select Local Machine on the startup screen of Certificate Import Wizard.

.

c* Centificate impon Wizard

Welcoma to the Certificate Import Wizard
This witard helos you copy certificales, certificate trusl ists, and cerlificate revocation

fsts from your disk fo & cerlificabs siore

A certificate, which is Bsued by & ceraficaton authorty, & a conSrmaton of your idertity
and contans information used to protect daka or 5o establish secure neteork
connectons, A certficate store is the system area where ceroficates are kept.

Shore Location
L _.i:__l.rrenr Usan

Ton cortiue, dd Next

Cance

2. Select Next.

3. Select Yes on the displayed screen.

The Certificate Store screen appears.
7. Select Place all certificates in the following store.

8. Select Trusted Root Certificate Authorities.
1. Select Browse to open the Select Certificate Store screen.
2. Select Trusted Root Certificate Authorities from the list and select OK.
3. Select Next on the Certificate Store screen.

9. Select Finish.

When the Completing the Certificate Import Wizard screen appears, check the settings and select
Finish.
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I For Windows 7
The procedure below describes how to import a root certificate in Windows 7.

32 Important

» Be sure to create a certificate snap-in before importing a root certificate.

The root certificate will be registered to the local user if you import it without creating a certificate
shap-in.

Creating Certificate Snap-in

1. Start up Microsoft Management Console.

Enter MMC on Search programs and files in the Start menu and press the Enter key.
2. Select Yes on displayed screen.

3. Select Add/Remove Snap-in from File menu.

The Add or Remove Snap-ins screen appears.

4. Add Certificate snap-in.

1. Select Certificates from Available snap-ins list and select Add.

2. Select Computer account for This snap-in will always manage certificates for on the Certificates
snap-in screen and select Next.

3. Select Local computer on the Select computer screen and select Finish.

Select Computer ﬁ

Sedect e compuber you want this snap-in fo manage

This snap-in will abvays manage:

[i |Local compuber: (thes computer this console is I1.I'I'Ir\g\:l'l|l]

fnother computer:

Alow the selscied compuber o be changsd when lsunching from the commend ins. Thes
anly apples if you save the consals.

4. Select OK on the Add or Remove Snap-ins screen.
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Downloading Certificate

1. Start up Remote UL.

2. Select For secure communication.

»» Note

* You can download a certificate from Status Monitor.

1. Open status monitor.

Open the Printing Preferences, and select Enable Status Monitor on Main.

2. Download a certificate.

Select Download Security Certificate from the Remote Ul menu.

3. Select Download.

4. Select Save.

Importing Certificate
1. Open Certificate Import Wizard.
1. On the left window, open Trusted Root Certificate from Certificate on Console Root.
2. Right-click Certificates and select Import from All tasks.
2. Specify certificate file to import.
1. Select Next.
2. Specify the certificate file to import on File name and select Next.
3. Specify certificate store.
1. Select Place all certificates in the following store.
2. Select Trusted Root Certificate Authorities for Certificates Store.
4. Finish certificate import wizard.

1. Select Next and check the specified settings.

2. Select Finish to finish the wizard.
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3. Select OK on the displayed screen.

Checking Imported Certificate

Make sure the imported certificate has been registered to your computer.

1. Display certificate list.

On the left window of Microsoft Management Console, select Console Root > Certificates (Local
Computer) > Trusted Root Certificate Authorities in this order, and select Certificates to display
the certificate list.

2. Check registered certificate.

Make sure the imported certificate name is displayed on the list.

»» Note

+ Make sure you can see the registered certificate from Current user by creating the Current
user snap-in.

7> Note

* When you finish Microsoft Management Console, a message asking you whether to save the console
setting. If you continue to apply the same settings next, select Yes to save.

I For macOS

The procedure below describes how to import a root certificate in macOS.

1. Start up Remote Ul.

2. Select For secure communication.

3. Select Download.

The root certificate will be downloaded.

4. Open downloaded certificate file.

When the download procedure is completed, a downloaded item pops up on the right of the screen.

Double-click the downloaded certificate on the list starts up Keychain Access and the Add
Certificates screen appears.

»» Note

« If the downloaded item does not pop up, select the Show Downloads 0 button on the
right.
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» Selecting the magnifying glass icon on the right of download list displays the folder containing
the certificate.

5. Select Add.

Select the destination for the certificate on Keychain.

Selecting Add displays information on the certificate.

> Note

* You can add the certificate by selecting the same certificate on Keychain Access. Check the
name of certification to add after selecting View Certificates.

6. Check certificate.

Make sure the fingerprint of certificate shown on Details corresponds with the root certificate
thumbprint of the printer.

The printer's thumbprint is displayed in Root cert. thumbprint (SHA-1) column or Root cert.
thumbprint (SHA-256) column when operated in the following order from the printer's operation
panel.

Printer information > System information

7. Select Always Trust.

If the fingerprint of certificate detail information matches printer's thumbprint, display information on
certificate from the menu or by double-clicking the certificate, and select Always Trust on Trust.

The root certificate has been registered.

»» Note

 Entering the password may be required if you specify it for your printer.
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I Generating Server Certificate (Self-signed Certificate)

When you use SSL connection via IPv6 network, you need to generate an IPv6 server certificate using the
printer.

Generate the server certificate from Remote Ul.

Follow the procedure below.

Checking Printer's IP Address

Generating Server Certificate

Checking Generated Server Certificate
32 Important

+ If you generate an IPv6 server certificate, you cannot use SSL communication via IPv4. In addition, a
warning message may appear if you are using Remote UlI.

To reset the IPv6 server certificate, operate in the following order from the Remote UlI.

Security > SSL/TLS settings > Delete key and certificate > OK

I Checking Printer's IP Address

1. Check that printer is turned on.

= Power Supply

2. Display the HOME screen.

If the HOME screen is not displayed, select the HOME button.

(t4)
3. Use the A'Y buttons to select LAN settings and press the OK button.

= | CD and Operation Panel

4. Use the A'Y buttons to select the enabled LAN and press the OK button.

Diagonal lines are displayed for disabled LAN icons.

5. Use the & ¥ buttons to check the value on IPv6 link-local address.

Write down the value on IPv6 link-local address for your reference when you open Remote Ul and
generate a server certificate.
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I Generating Server Certificate

1. Open web browser on your smartphone, tablet, or computer and enter the printer IP
address.

Enter as following in the URL field of the web browser.
http://TXXXX:: XXX XXX X XXX XXXX]
On "XXXX:: XXX XXX XXX X XXX X", enter the abbreviation value on "3-2-16 Link Local Address".

The top screen of Remote Ul appears.

2. Select Log in on Remote UL.

»» Note

* If you specify the administrator password, enter the password.

3. Select Security.
4. Select SSL/TLS settings.
5. Select Generate key and certificate.

6. Select Generate self-signed cert.
The Generate self-signed cert screen appears.
Specify each setting item.
+ Signature algorithm
Select SHA256.
* Public key length (bits)
Select 2048 bits.
» Specify the expiration date.
Enter the date you generated the server certificate on Valid from.
Enter the date the server certificate expires on Valid to.
+ Enter the common name.
Enter the value in Common name you checked and wrote down on "3-2-16 Link Local Address".

»» Note

* When you enter the common name, add [ ] to each end of the printer's IP address.
» Do not use a comma or make a space for the common name.

7. Select Next.

You need not enter anything on Country, State or province, Locality, Organization, Organizational
unit or Subject Alternative Names.
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8. Select Generate.

The server certificate starts to be generated.

When the server certificate has been generated, Generated a self-signed certificate. appears.

9. Select Restart LAN.

LAN will be restarted.

When LAN has been restarted, Printer status on Remote Ul appears.

»» Note

« If you cannot access to Remote Ul after you restart LAN, reload your web browser.

I Checking Generated Server Certificate
1. Select Security on Remote Ul.

2. Select SSL/TLS settings.

The SSL/TLS settings screen appears.

3. Select Check key and certificate.

The Check key and certificate screen appears.

Make sure the issuer of the root certificate is displayed on Issued by, and the value you entered on
Common name on Subject.
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I Printer Parts

» Front View
» Rear View
» Inside View

» Power Supply
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I Front View

A: Top Cover

Open to replace an ink tank or to remove jammed paper inside the printer.

B: Top Feed
Two or more sheets of the same size and type of paper can be loaded at the same time, and fed
automatically one sheet at a time.

= | oading Paper in the Top Feed

C: Paper Guides
Align with both sides of the paper stack.

D: Paper Support
Open to load paper in the top feed.

E: Feed Slot Cover
Prevents anything from falling into the feed slot.

Open it to slide the paper guides, and close it before printing.

F: Operation Panel
Use to change the settings of the printer or to operate it.
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= QOperation Panel

G: Paper Output Tray
Printed paper is ejected. Open it before printing.

H: Output Tray Extension
Open to support ejected paper.

I: Paper Output Support
Pull out to support ejected paper.

J: Multi-purpose Tray Guide
Place the multi-purpose tray here.

K: Multi-purpose Tray Storage Compartment
The multi-purpose tray supplied with the printer can be stored here.

L: ON lamp
Lights after flashing when the power is turned on.

M: ON button
Turns the power on or off.

= Turning the Printer On and Off

N: Stop button
Cancels a print job in progress.
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I Rear View

A: Paper Support
Pull out to load paper in the manual feed tray.

B: Manual Feed Tray
Load one sheet of 8" x 10" (20 x 25 cm) size paper or larger, or thick paper at a time.

= | oading Paper in the Manual Feed Tray

C: Paper Jam Clearing button
Press this button when removing paper jammed in the manual feed tray.

D: Paper Guides
Align with both sides of the paper stack.

E: USB Port
Plug in the USB cable to connect the printer with a computer.

F: Wired LAN Connector
Plug in the LAN cable to connect the printer to a LAN.

G: Power Cord Connector
Plug in the supplied power cord.

3% Important
» Do not touch the metal casing.

* Do not plug in or unplug the USB cable or LAN cable while the printer is printing with the computer. This
can cause trouble.
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| Inside View

A: Print Head Lock Lever
Locks the print head into place.

B: Print Head Holder
Install the print head here.

22 Important

* Do not raise the print head lock lever after installing the print head.

»>» Note

 For details on replacing an ink tank, see Replacing Ink Tanks.
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I Power Supply

» Checking that Power Is On
» Turning the Printer On and Off
» Checking the Power Plug/Power Cord

» Unplugging the Printer
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I Checking that Power Is On

The ON lamp is lit when the printer is turned on.

Even if the LCD is off, if the ON lamp is lit, the printer is on.

3> Note
* It may take a while for the printer to start printing immediately after you turn on the printer.

» The LCD will turn off if the printer is not operated for about 3 minutes. To restore the display, press any
button or perform the print operation. You cannot change the wait time before the LCD turns off.
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I Turning the Printer On and Off

I Turning on the printer

1. Press the ON button to turn on the printer.

The ON lamp flashes and then remains lit.

= Checking that Power Is On

> Note

* It may take a while for the printer to start printing immediately after you turn on the printer.

* When the power is turned on, the printer may start mixing the ink to maintain optimal ink quality
(about 1 to 2 minutes).

+ If an error message is displayed on the LCD, see When Error Occurred.

* You can set the printer to automatically turn on when a print operation is performed from a
computer connected by USB cable or via network. This feature is set to off by default.

From the printer

= Energy saving settings

From the computer

= Managing the Printer Power (Windows)
= Managing the Printer Power (macOS)

I Turning off the printer

1. Press the ON button to turn off the printer.

When the ON lamp stops flashing, the printer is turned off.
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32 Important

» When you unplug the power cord after turning off the printer, be sure to confirm that the ON

lamp is off.

> Note

* You can set the printer to automatically turn off when no operations are performed or no print
jobs are sent to the printer for a certain interval. This feature is set to on by default.

From the printer

= Energy saving settings

From the computer

= Managing the Printer Power (Windows)
= Managing the Printer Power (macOS)

115



I Checking the Power Plug/Power Cord

Unplug the power cord once a month to confirm that the power plug/power cord does not have anything
unusual described below.

» The power plug/power cord is hot.

» The power plug/power cord is rusty.

» The power plug/power cord is bent.

» The power plug/power cord is worn.

» The power plug/power cord is split.

/A Caution

* If you find anything unusual with the power plug/power cord described above, unplug the power cord
and contact your nearest Canon service center. Using the printer with one of the unusual conditions
above may cause a fire or an electric shock.
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I Unplugging the Printer

To unplug the power cord, follow the procedure below.

22 Important

* When you unplug the power cord, press the ON button, then confirm that the ON lamp is off.
Unplugging the power cord while the ON lamp is lit or flashing may cause drying or clogging of the print
head and print quality may be reduced.

1. Press the ON button to turn the printer off.

The specification of the power cord differs depending on the country or region of use.
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I Handling Paper, Multi-purpose Tray, etc.

» Loading Paper

» Placing Multi-purpose Tray
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I Loading Paper

» Paper Sources
» Loading Paper in the Top Feed
» Loading Paper in the Manual Feed Tray

» Register Paper Information
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I Paper Sources

The printer has two paper sources for feeding paper, the top feed (A) and manual feed tray (B).

Top Feed

Load paper from 4" x 6" (10 x 15 cm) size to A3+ size.

Two or more sheets of the same size and type of paper can be loaded at the same time, and fed
automatically one sheet at a time.

Load plain paper in the top feed.

Manual Feed Tray
Load paper from 8" x 10" (20 x 25 cm) size to A3+ size.

Load a sheet of paper at a time.
Load thick paper such as art paper in the manual feed tray.

= Supported Media Types
= Paper Load Limit

»» Note

* When printing, select the correct page size, media type, and paper source. If you select the wrong page
size or media type, the printer may not print with the proper print quality.

For details on how to load paper in each paper source, see below.

= | oading Paper in the Top Feed
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= | oading Paper in the Manual Feed Tray
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I Loading Paper in the Top Feed

You can load multiple sheets of paper of the same type and size in the top feed.

22 Important

* If you cut plain paper to a size of 5" x 7" (13 x 18 cm) or smaller to perform a trial print, it may cause a
paper jam.

»» Note

* We recommend Canon genuine photo paper for printing photos. For details on the Canon genuine
paper, see Supported Media Types.

* You can use general copy paper or Canon Red Label Superior WOP111/Canon Océ Office Colour
Paper SAT213.

For the page size and paper weight you can use for this printer, see Supported Media Types.

+ Print in an environment (temperature and humidity) suitable to the paper in use. For the temperature

and humidity conditions of Canon genuine papers, refer to the paper's packaging or the supplied
instructions.

1. Prepare paper.

Align the edges of paper. If paper is curled, flatten it.

»» Note

+ Align the edges of paper neatly before loading. Loading paper without aligning the edges may
cause paper jams.

* If paper is curled, hold the curled corners and gently bend them in the opposite direction until the
paper becomes completely flat.

For details on how to flatten curled paper, see in Paper Is Smudged / Printed Surface Is
Scratched.

* When using Photo Paper Plus Semi-gloss SG-201, even if the sheet is curled, load one sheet at a

time as it is. If you roll up this paper to flatten, this may cause cracks on the surface of the paper
and reduce the print quality.

2. Open the paper support (A) of the top feed.

3. Open the paper output tray (B) gently.
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2% Important

« |If the multi-purpose tray guide (C) is open, be sure to close it.

4. Open the output tray extension (D), then pull out the paper output support (E).

6. Slide right paper guide (G) to open both paper guides and load the paper in the center of
the top feed WITH THE PRINT SIDE FACING YOU.
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7. Slide right paper guide (G) to align both paper guides with both sides of the paper stack.

Do not slide the paper guides too hard against the paper. The paper may not be fed properly.

2% Important

» Always load paper in the portrait orientation (H). Loading paper in the landscape orientation (1)
can cause paper jams.

> Note

» Do not load sheets of paper higher than the load limit mark (J).
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* For loading long-length paper (paper that the length is up to 39.00 in. (990.6 mm)), the leading
edges of paper are lifted depending on the paper weight and printouts may be misaligned.
Prevent the leading edges of paper from lifting by holding the parts protruding from the tray or
other ways.

8. Close feed slot cover gently.

The paper information registration screen for the top feed is displayed on the LCD.

9. Select the size and type of paper loaded in the top feed at Page size and Type, select
Register, then press the OK button.

Select the paper loaded in the
top feed,

Page size Ad

Pro Platinum

Det. paper setting mismatch

Register

»>» Note

» There are various types of paper, such as paper with a special surface coating for printing photos at
optimal quality and paper suitable for documents. Each media type has specific preset settings (how ink
is used and sprayed, distance from nozzles, etc.), that allow you to print to that type with optimal image
quality. The wrong paper settings may cause poor printout color quality or scratches on the printed
surface. If you notice blurring or uneven colors, increase the print quality setting and try printing again.

» To prevent incorrect printing, this printer has a function that detects whether the settings for the paper
loaded on the top feed matches the paper settings. Before printing, make print settings in accordance
with the paper settings. When this function is enabled, an error message is displayed if these settings
do not match to prevent incorrect printing. When this error message is displayed, check and correct the
paper settings.
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« For printing on long-length paper (paper that the length is up to 39.00 in. (990.6 mm)), hold ejected
paper with your hand or use the printer at the location that paper does not fall. If paper falls, the printed
surface may get dirty or be damaged. If you hold paper with your hand, do not pull it forcibly while
printing.
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I Loading Paper in the Manual Feed Tray

You can load one sheet of 8" x 10" (20 x 25 cm) size paper or larger in the manual feed tray at a time.

»>» Note

» We recommend Canon genuine photo paper for printing photos. For details on the Canon genuine
paper, see Supported Media Types.

+ Print in an environment (temperature and humidity) suitable to the paper in use. For the temperature
and humidity conditions of Canon genuine papers, refer to the paper's packaging or the supplied

instructions.

» The manual feed tray does not accept plain paper. When printing on plain paper, load it in the top feed.

1. Prepare paper.
If paper is curled, flatten it.

»» Note

« If paper is curled, hold the curled corners and gently bend them in the opposite direction until the
paper becomes completely flat.

For details on how to flatten curled paper, see in Paper Is Smudged / Printed Surface Is
Scratched.

* When using Photo Paper Plus Semi-gloss SG-201, even if the sheet is curled, load one sheet at a
time as it is. If you roll up this paper to flatten, this may cause cracks on the surface of the paper
and reduce the print quality.

2. Open the manual feed tray (A), then extend the paper support (B).

3. Open the paper output tray (C) gently.
2% Important

« If the multi-purpose tray guide (D) is open, be sure to close it.

4. Open the output tray extension (E), then pull out the paper output support (F).
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5. Slide the paper guides (G) to open them, and load ONLY ONE SHEET OF PAPER in the
center of the manual feed tray WITH THE PRINT SIDE FACING YOU.

6. Slide the paper guides (G) to align them with both sides of the paper stack.

Do not slide the paper guides too hard against the paper. The paper may not be fed properly.
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2% Important

» Always load paper in the portrait orientation (H). Loading paper in the landscape orientation (I)
can cause paper jams.

7. Check if the paper is set properly in the manual feed tray.

Make sure that the paper is set firmly against the bottom of the manual feed tray and against the paper
guides by slightly jiggling the paper up and down.

8. Select the size and type of paper loaded in the manual feed tray at Page size and Type,
select Register, then press the OK button.

Select the paper loaded in the
i manual feed tray,

Pro Platinum

Det, paper setting mismatch

Register

»» Note

» To continue printing from the manual feed tray, wait until printing is complete, then load the next sheet.
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» There are various types of paper, such as paper with a special surface coating for printing photos at
optimal quality and paper suitable for documents. Each media type has specific preset settings (how ink
is used and sprayed, distance from nozzles, etc.), that allow you to print to that type with optimal image
quality. The wrong paper settings may cause poor printout color quality or scratches on the printed
surface. If you notice blurring or uneven colors, increase the print quality setting and try printing again.

» To prevent incorrect printing, this printer has a function that detects whether the settings for the paper
loaded on the manual feed tray matches the paper settings. Before printing, make print settings in
accordance with the paper settings. When this function is enabled, an error message is displayed if
these settings do not match to prevent incorrect printing. When this error message is displayed, check
and correct the paper settings.

» For loading long-length paper (paper that the length is up to 39.00 in. (990.6 mm)), the leading edges of
paper are lifted depending on the paper weight and printouts may be misaligned. Prevent the leading
edges of paper from lifting by holding the parts protruding from the tray or other ways.

When printing on long-length paper, hold ejected paper with your hand or use the printer at the location
that paper does not fall. If paper falls, the printed surface may get dirty or be damaged. If you hold
paper with your hand, do not pull it forcibly while printing.
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I Register Paper Information

By registering the paper size and the media type loaded in the top feed or the manual feed tray, you can
prevent the printer from misprinting by displaying the message before printing starts when the paper size or
the media type of the loaded paper differs from the paper settings.

»>» Note

» The default setting for displaying the message which prevents misprinting varies depending on the
printing method.

= Default Setting for Displaying the Message which Prevents Misprinting

When you load paper in the top feed and close the feed slot cover, or
load paper in the manual feed tray:

Select the paper loaded in the
top feed.

Type Plain Paper

v| Det. paper setting mismatch

Reagister

If the loaded paper matches the paper information displayed on the printer's LCD, select Register using
the 4 'W buttons and press the printer's OK button.

If it is different, select Page size or Type and press the printer's OK button. Then register the correct
paper information.

32 Important

» For the appropriate combination of the paper settings specified in the printer driver and the paper
information registered in the printer, refer to the following.
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= Paper Settings on the Printer Driver and the Printer (Media Type) (Windows)
= Paper Settings on the Printer Driver and the Printer (Media Type) (macOS)
= Paper Settings on the Printer Driver and the Printer (Paper Size) (Windows)
= Paper Settings on the Printer Driver and the Printer (Paper Size) (macOS)

When the paper settings specified when printing differ from the paper
information registered in the printer:

Ex:

» Paper settings specified on the printer driver when printing: A5
» Paper information for the top feed registered in the printer: A4

Ad
Plain Paper

1} Maintenance

When you start printing, a message is displayed.

@ Support Code 2114

The size or type of the paper
loaded in the top feed is
different from the print settings.

When you press the printer's OK button, the paper settings specified when printing are displayed on the
LCD.

@ Support Code 2114

The following paper is not loaded
in the top feed.

Page size A5
Type Plain Paper

More details Next
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Select Next using the “ " buttons and press the printer's OK button to display the screen below.

Select what to do from the
followina.

Print with the loaded paper.

Replace the paper and print

Cancel print

Select the appropriate action using the AV buttons and press the printer's OK button.
»» Note

» Depending on the setting, the choices below may not be displayed.

Print with the loaded paper.
Select this option to print on the loaded paper with the paper settings specified when printing.

For example, when the paper size specified at printing is A5 and the paper information for the top
feed is registered as A4, select this option to print on A4 paper loaded in the top feed with the A5
setting.

Replace the paper and print
Select this option to print after changing the paper in the top feed.

For example, when the paper size specified at printing is A5 and the paper information for the top
feed is registered as A4, select this option to print after replacing the paper in the top feed with A5
paper.

After changing the paper and closing the feed slot cover, the paper information registration screen for
the top feed appears. Register the paper information in the printer according to the loaded paper.

»>» Note

+ If you do not know the paper size and paper type to be loaded in the top feed, press the printer's
Back button. The paper size and paper type are displayed.

 For the appropriate combination of the paper settings specified in the printer driver and the paper
information registered in the printer, refer to the following.

= Paper Settings on the Printer Driver and the Printer (Media Type) (Windows)
= Paper Settings on the Printer Driver and the Printer (Media Type) (macOS)
= Paper Settings on the Printer Driver and the Printer (Paper Size) (Windows)
= Paper Settings on the Printer Driver and the Printer (Paper Size) (macOS)

Cancel print
Cancels printing.

Select this option when you want to change the paper settings specified at printing. Change the paper
settings and retry printing.
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I Default Setting for Displaying the Message which Prevents Misprinting
* When you print without using the printer driver (when printing from the printer's operation
panel or smartphone/tablet):
The message which prevents misprinting is enabled by default.

To change whether to display a misprint prevention message when printing without using the printer
driver:

= Paper-related settings

* When you print using the printer driver:
The message which prevents misprinting is disabled by default.
To change whether to display a misprint prevention message when printing using the printer driver:

= Changing the Printer Operation Mode (Windows)
= Changing the Printer Operation Mode (macOS)

22 Important

* When the message which prevents misprinting is disabled:

The printer starts printing even though the paper settings for printing and the paper information
registered to the printer are different.
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I Placing Multi-purpose Tray

» Cautions When Printing with Multi-purpose Tray
» Placing a Printable Disc

» Placing Printable Nail Stickers
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I Cautions When Printing with Multi-purpose Tray

I Cautions Common to using Multi-purpose Tray

* Be sure to use the multi-purpose tray supplied with this printer.
* Do not mount the multi-purpose tray while the printer is in operation.

» Do not remove the multi-purpose tray while the printer is in operation. Doing so may damage the
printer, the multi-purpose tray, or the media.

» Do not get dirt on the multi-purpose tray or scratches on the reflectors. The printer may not be able to
recognize that a media is loaded, or printing may become misaligned. If the multi-purpose tray
becomes dirty, wipe the reflector clean with a soft and dry cloth, taking care not to scratch it.

« After printing, allow the printing surface of the media to dry naturally. Do not use hairdryers or expose
the media to direct sunlight to dry the ink. Do not touch the printing surface until the ink has dried.

I Cautions When Printing onto Printable Disc

* Remove any dirt from the multi-purpose tray before placing printable discs on it. Loading discs on a
dirty multi-purpose tray may scratch the recording surface of the discs.

* Do not print onto printable discs that are not compatible with inkjet printing. The ink will not dry and
may cause problems with the disc itself or DVD players or other devices it is loaded into.

» Do not print onto a printable disc's recording surface. Doing so will make data recorded onto discs
unreadable.

» Hold printable discs by their edges. Do not touch either the label surface (printing surface) or
recording surface.

» The multi-purpose tray may become dirty if software other than Easy-PhotoPrint Editor is used.

I Cautions When Printing on Printable Nail Stickers

» For precautions on Printable Nail Stickers, refer to the instructions supplied with the Printable Nail
Stickers.

* The multi-purpose tray may become dirty if an application other than Nail Stickers Creator is used.
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I Placing a Printable Disc

» Before Placing a Printable Disc
» Placing a Printable Disc

» Removing a Printable Disc
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I Before Placing a Printable Disc

A printable disc differs from regular disc (BD/DVD/CD, etc.) in that its label surface has been specially
processed or printing by an inkjet printer.

The following items are needed to print onto the printable disc.

* Multi-purpose tray (supplied with the printer)

1 ‘:J\. ]
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* Use the multi-purpose tray with "A" on the surface.

* 4,72 in. (12 cm) printable disc

Obtain a printable disc with a label surface compatible with inkjet printing.
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I Placing a Printable Disc

To print onto a printable disc, place it on the supplied multi-purpose tray, and then insert it into the printer.

22 Important

* Do not mount the multi-purpose tray until the message prompting you to load the printable disc
appears. Doing so can damage the printer.

* Remove any paper in the manual feed tray.

»» Note

+ If test printing is executed onto test printing paper, depending on the paper type, the printer may not be
able to read its size correctly, preventing the border areas from being printed. Test printing paper
should be used for purposes of checking the envisioned layout.

1. Take out multi-purpose tray from multi-purpose tray storage compartment.

3. When message prompting you to load printable disc appears, open the multi-purpose tray
guide (B).
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4. Place printable disc on multi-purpose tray.

2» Important
* Check that there is no dirt on the multi-purpose tray before placing a printable disc on it.

* When placing a printable disc on the multi-purpose tray, do not touch the printing surface of the
disc or the reflectors (C) on the multi-purpose tray.

1. WITH PRINT SIDE FACING UP, place printable disc, and press it against lock (D) at bottom.
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6. Insert multi-purpose tray straight in in horizontal direction until arrow (!) on multi-purpose

tray guide is approximately aligned with arrow (E) on multi-purpose tray.
3% Important

* Do not insert the multi-purpose tray beyond the arrow (!) on the multi-purpose tray guide.
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22> Note

* The multi-purpose tray may be ejected after a certain amount of time passes. In such a case, follow the
on-screen instructions to place the multi-purpose tray again.
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I Removing a Printable Disc

1. Pull out multi-purpose tray.

2. Close the multi-purpose tray guide.

2% Important

« If the multi-purpose tray guide is opened, you cannot print on paper as it will not feed properly.
Make sure that the multi-purpose tray guide is closed.

3. While pressing down lock (A), take out printable disc from slits (B) on multi-purpose tray,
and remove it.

2% Important

» Do not touch the printing surface when removing the disc from the multi-purpose tray.
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»» Note

« Allow the printing surface to dry before removing the disc. If you see printing on the multi-purpose
tray or on the transparent parts of the inner or outer diameters of the printable disc, wipe them
clean after the printing surface has dried.

4. Insert multi-purpose tray straight into multi-purpose tray storage compartment.

When not using the multi-purpose tray, store it in the multi-purpose tray storage compartment.
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I Placing Printable Nail Stickers

» Before Placing Printable Nail Stickers
» Placing Printable Nail Stickers

» Removing Printable Nail Stickers
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I Before Placing Printable Nail Stickers

The following items are needed to print onto Printable Nail Stickers.

» Multi-purpose tray (supplied with the printer)
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* Use the multi-purpose tray with "A" on the surface.

* Printable Nail Stickers (NL-101)

»>» Note

 For the latest information on Printable Nail Stickers, access our website.
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I Placing Printable Nail Stickers

To print onto Printable Nail Stickers, place them on the multi-purpose tray supplied with the printer, and then
insert them into the printer.

3% Important

» Do not mount the multi-purpose tray until the message prompting you to load Printable Nail Stickers
appears. Doing so can damage the printer.

1. Take out multi-purpose tray from multi-purpose tray storage compartment.

3. When message prompting you to load Printable Nail Stickers appears, open the multi-
purpose tray guide (B).
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4. Place Printable Nail Stickers on multi-purpose tray.

2» Important
» Check that there is no dirt on the multi-purpose tray before placing Printable Nail Stickers on it.

» To prevent getting dirt or fingerprints on Printable Nail Stickers, hold the stickers by their edges. If
the print side gets any dirt or is damaged, it may cause poor print quality.

* When placing Printable Nail Stickers on the multi-purpose tray, do not touch the reflectors (C) on
the multi-purpose tray.

1. WITH PRINT SIDE FACING UP, place Printable Nail Stickers and press it against lock (D) at
bottom.
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2. While pressing down lock with Printable Nail Stickers, insert two tabs (E) on top into slits (F)
on multi-purpose tray.

5. Place multi-purpose tray on multi-purpose tray guide.

6. Insert multi-purpose tray straight in in horizontal direction until arrow (!) on multi-purpose

tray guide is approximately aligned with arrow (E) on multi-purpose tray.
3% Important

» Do not insert the multi-purpose tray beyond the arrow (!) on the multi-purpose tray guide.

149



22> Note

* The multi-purpose tray may be ejected after a certain amount of time passes. In such a case, follow the
on-screen instructions to place the multi-purpose tray again.
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I Removing Printable Nail Stickers

1. Pull out multi-purpose tray.

2. Close the multi-purpose tray guide.

2% Important

« If the multi-purpose tray guide is opened, you cannot print on paper as it will not feed properly.
Make sure that the multi-purpose tray guide is closed.

3. Remove Printable Nail Stickers.

While pressing down lock (A), remove two tabs (B) on the top out of slits (C).

2% Important

* Do not touch the printing surface when removing Printable Nail Stickers.
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23 Note

« Allow the printing surface to dry before removing Printable Nail Stickers. If you see printing on the
multi-purpose tray or outside the Printable Nail Stickers, wipe them clean after the printing surface
has dried.

4. Peel a sheet of Printable Nail Stickers from adapter.

32 Important

 Allow the printing surface to dry before tearing off Printable Nail Stickers from its edges.

5. Insert multi-purpose tray straight into multi-purpose tray storage compartment.

When not using the multi-purpose tray, insert it in the multi-purpose tray storage compartment.
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I Network

Available Connection Methods

The following connection methods are available on the printer.

* Wireless Connection
Connect the printer and devices (e.g. computer/smartphone/tablet) using a wireless router.
If you have a wireless router, we recommend you use one for wireless connection.
‘; mﬂ -

o Connection methods vary depending on the wireless router type.
> You can change network settings such as the network name (SSID) and security protocol on the
printer.

> When the connection between a device and a wireless router is completed and = (Wi-Fiicon) is
displayed in the device's screen, you can connect the device to the printer using the wireless router.

¢ Wireless Direct

Connect the printer and devices (e.g. computer/smartphone/tablet) without using a wireless router.
g
p . D

> While you are using the printer with Wireless Direct, Internet connection from the printer becomes
unavailable. In that case, web services for the printer cannot be used.

o If you connect a device connected to the Internet via a wireless router to the printer that is in the
Wireless Direct, the connection between the device and wireless router will be disabled. In that case,
the connection of the device may switch to a mobile data connection automatically depending on
your device. Transmission fees for connecting to the Internet using a mobile data connection apply.

o In the Wireless Direct, you can connect up to five devices at the same time. If you try to connect a
sixth device while five devices are already connected, an error will appear. If an error appears,
disconnect a device you do not use and configure settings again.

o Network settings such as the network name (SSID) and security protocol are specified automatically.

* Wired Connection

Connect the printer and hub/router using a LAN cable. Prepare a LAN cable.
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»» Note

* You can connect the printer and computer using a USB cable (USB connection). Prepare a USB
cable. For details, see Connects to Another Computer via LAN/Changes from USB to LAN
Connection.

Network Connection Settings/Setup
Perform connection setup for the printer and computer/smartphone/tablet.
For more on setup procedure, click here.
Changing Network Settings
See below for changing connection settings for the printer and computer/smartphone/tablet.

» To change network connection method:
= Reconfiguration Method of LAN Connection/Reconfiguration Method of Wi-Fi Connection

= Changing the Connection Mode

» To add computer/smartphone/tablet to the printer:
= Connects to Another Computer via LAN/Changes from USB to LAN Connection

* To use Wireless Direct temporarily:
= Connecting with Wireless Direct

IJ Network Device Setup Utility

IJ Network Device Setup Utility checks or diagnoses the settings of the printer and those of computer and
restores the status of them if anything is wrong with network connection. Select either link below to download
IJ Network Device Setup Utility.

= Checking Printer Connection Status Using IJ Network Device Setup Utility
» Performing/Changing Network Settings (Windows)
For Windows, you can perform network settings using IJ Network Device Setup Ultility.

= |J Network Device Setup Utility (Windows)

» Diagnosing and Repairing Network Settings (Windows/macOS)

You can diagnose or repair network settings using IJ Network Device Setup Utility.

o For Windows:

= |J Network Device Setup Utility (\Windows)

o For macOS:
= |J Network Device Setup Utility (macOS)
Network Connection Tips
See below for tips on using the printer via network connection.

= Network Connection Tips
= Changing Printer's Setting Using Web Browser
= Countermeasures against Unauthorized Access

Troubleshooting

See Network Settings and Common Problems for troubleshooting on network connection.
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Notice/Restriction
See below for details.

* Restrictions on network settings:
= Restrictions

» Notices when printing using web service:
= Notice for Web Service Printing
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I Restrictions

When connecting another device while a device (such as a computer) is already connected to the printer,
connect it using the same connection method as the connected device.
If you connect using a different connection method, the connection to the device in use will be disabled.

Connection Using a Wired Network cannot be performed on printers that do not support a wired connection.

I Connect via wireless router

You cannot establish a printer with wireless and wired connections at the same time.

Make sure your device and the wireless router are connected. For details on checking these settings,
see the manual supplied with the wireless router or contact its manufacturer.

As for a device already connected to the printer without using a wireless router, reconnect it via a
wireless router.

Configuration, router functions, setup procedures and security settings of wireless routers vary
depending on the system environment. For details, see the manual for your wireless router or contact
its manufacturer.

This printer does not support IEEE802.11ac. IEEE802.11a and IEEE802.11n (5 GHz) may not be
supported depending on the country or region you live in. Check if your device supports IEEE802.11n,
IEEE802.11g, IEEE802.11b or IEEE802.11a.

If your device is set to the "IEEE802.11n only" mode, WEP or TKIP cannot be used as a security
protocol. Change the security protocol for your device to something other than WEP and TKIP or
change the setting to something other than "IEEE802.11n only."

The connection between your device and the wireless router will be temporarily disabled while the
setting is changed. Do not proceed to the next screen of this guide until setup is complete.

When connecting to Wi-Fi outdoors, do not connect to a 5 GHz network (SSID).

The 5 GHz band available for use with the printer includes the channels that are allowed for indoor
use only, depending on your country or region.

For details on the 5 GHz network (SSID) of your wireless router, see the manual supplied with the
wireless router, or contact its manufacturer.

For office use, consult your network administrator.

Note that if you connect to a network with no security protection, your personal information could be
disclosed to a third party.

I Wireless Direct

32 Important

If a device is connected to the Internet via a wireless router, and you then connect it to a printer in
Wireless Direct mode, the existing connection between the device and wireless router will be
disabled. In that case, the connection of the device may switch to a mobile data connection
automatically depending on your device. When you connect to the Internet using a mobile data
connection, charges may apply depending on your contract.

* When you connect a device and the printer using Wireless Direct, the connection information will
be saved to Wi-Fi settings. The device may be connected to the printer automatically even after
disconnecting it or connecting it to another wireless router.
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» To prevent automatic connection to the printer in Wireless Direct mode, change the connection
mode after using the printer, or set not to connect automatically in the Wi-Fi settings of the
device.

For details on changing the settings of your device, see the manual supplied with the device or
contact its manufacturer.

* If you connect a device and the printer using Wireless Direct, Internet connection may become
unavailable depending on your environment. In that case, web services for the printer cannot be used.

* In Wireless Direct mode, you can connect up to five devices at the same time. If you try to connect a
sixth device while five devices are already connected, an error will appear.
If an error appears, disconnect a device that does not use the printer, and then redo the settings.

» Devices connected to the printer using Wireless Direct cannot communicate with each other.

» Firmware updates for the printer are not available while using Wireless Direct.

* When a device has been connected to the printer without using a wireless router and you want to set
it up again using the same connection method, disconnect it first. Disable the connection between the
device and printer in the Wi-Fi setting screen.

I Connection Using a Wired Network

* You cannot establish a printer with wireless and wired connections at the same time.
» When using a router, connect the printer and computer to the LAN side (same network segment).
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I Network Connection Tips

» Default Network Settings

» Detect Same Printer Name

» Connects to Another Computer via LAN/Changes from USB to LAN Connection
» Printing Network Settings

» Reconfiguration Method of LAN Connection/Reconfiguration Method of Wi-Fi
Connection

» Connecting with Wireless Direct
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I Default Network Settings

I LAN Connection Defaults

Item Default

Change wireless/wired LAN | Wired LAN
Network name (SSID) BJNPSETUP
Wi-Fi security Disable

IP address (IPv4) Auto setup

IP address (IPv6) Auto setup

Set printer name* XXXXXXXXXXXX
Enable/disable IPv6 Enable
Enable/disable WSD Enable

Timeout setting 15 minutes
Enable/disable Bonjour Enable

Service name Canon PRO-300 series
LPR protocol settings Enable

RAW protocol Enable

LLMNR Enable
PictBridge communication | Enable

Wired LAN DRX settings | Enable

("XX" represents alphanumeric characters.)

* Default value depends on printer. To check value, use operation panel.

= L[ AN settings

I Wireless Direct Defaults

Item Default

Network name (SSID) DIRECT-abXX-PRO-300series *1
Password YYYYYYYYYY *2

Wi-Fi security WPA2-PSK (AES)

Connection request confirmation | Displayed
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*1 "ab" is specified at random and "XX" represents last two digits of printer's MAC address. (The value is
specified when the printer is turned on for the first time.)

*2 The password is specified automatically when the printer is turned on for the first time.
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I Detect Same Printer Name

When the printer is detected during setup, plural printers with the same name may appear on the results
screen.

Select a printer with checking the printer settings against those on detection result screen.

* For Windows:

Check the printer's MAC address or serial to select the correct printer from the results.

* For macOS:

The printer names appear with the MAC address added at the end or as the printer name specified by
Bonjour.

Check identifiers such as the MAC address, the printer name specified by Bonjour, and the printer's
serial number to select the printer from among those that appear.

»» Note

+ Serial number may not appear on result screen.

To check the printer's MAC address and the serial number, print out the network settings information.
= Printing Network Settings

»» Note

* You can check the serial number by displaying on the LCD.

= Printer information
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Connects to Another Computer via LAN/Changes from USB to
LAN Connection

To connect an additional computer to the printer via LAN, or to change from USB to LAN connection, click
here and perform setup.
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I Printing Network Settings

Use the operation panel to print the printer's current network settings.

22 Important

» The network settings printout contains important information about your network. Handle it with care.

1. Check that printer is turned on and display the Home screen.

If the HOME screen is not displayed, press the HOME button.

2. Load three sheets of A4 or Letter-sized plain paper.

3. Select LAN settings on the Home screen and press the OK button.

4. Select Print details and press the OK button.

5. Check message, select Yes and press the OK button.

6. When the confirmation screen for printing passwords appears, select Yes or No and press

the OK button.

The printer starts printing the network setting information.

The following information on the printer's network setting is printed out. (Some setting values are not

displayed depending on the printer settings.)

Item Num- [Iltem Description Setting

ber

1 Product Information Product information -

11 Product Name Product name XXXXXXXX
1-2 ROM Version ROM version XXXXXXXX
1-3 Serial Number Serial number XXXXXXXX

2 Network Diagnostics Network diagnostics -

2-1 Diagnostic Result Diagnostic result XXXXXXXX
2-2 Result Codes Result codes XXXXXXXX
2-3 Result Code Details Result code details http://canon.com/ijnwt
3 Wireless LAN Wireless LAN Enable/Disable
3-2 Infrastructure Infrastructure Enable/Disable
3-2-1 Signal Strength Signal strength 0 to 100 [%]
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3-2-2 Link Quality Link quality 0 to 100 [%]
3-2-3 Frequency Frequency XX (GHz)
3-2-4 MAC Address MAC address XXXX XX XX XX XX
3-2-5 Connection Connection status Active/lnactive
3-2-6 SSID SSID Wireless LAN network name (SSID)
3-2-7 Channel Channel XXX (1to 13, 36, 40, 44, 48, 52, 56, 60, 64, 100, 104, 108,
112, 116, 120, 124, 128, 132, 136, 140, 149, 153, 157, 161,
165)
3-2-8 Encryption Encryption method None/WEP/TKIP/AES
3-2-9 WEP Key Length WEP key length (bits) | Inactive/128/64
3-2-10 Authentication Authentication method | None/auto/open/shared/WPA-PSK/WPA2-PSK
3-2-11 TCP/IPv4 TCP/IPv4 Enable
3-2-12 IP Address IP address XXX XXX XXX XXX
3-2-13 Subnet Mask Subnet mask XXX XXX XXX XXX
3-2-14 Default Gateway Default gateway XXX XXX XXX XXX
3-2-15 TCP/IPv6 TCP/IPv6 Enable/Disable
3-2-16 Link Local Address Link local address XXX XXX XXX XXXX
XXX XXXX XXX XXXX
3-2-17 Link Local Prefix Link local prefix length | XXX
Length
3-2-18 Stateless Address1 Stateless address 1 XXX XXXX X XXX XXXX
XXXXXXXX XXX XXXX
3-2-19 Stateless Prefix Stateless prefix length | XXX
Length1 1
3-2-20 Stateless Address2 Stateless address 2 XXX XXX XXXXXXXX
XXX XXXX XXX XXXX
3-2-21 Stateless Prefix Stateless prefix length | XXX
Length2 2
3-2-22 Stateless Address3 Stateless address 3 XXX XXXX XXX XX XXX
XXXXXXXX XXX XXXX
3-2-23 Stateless Prefix Stateless prefix length | XXX
Length3 3
3-2-24 Stateless Address4 Stateless address 4 XXX XXX XXXXXXXX

164




XXXXXXXXXXXXXXXX

3-2-25 Stateless Prefix Stateless prefix length | XXX
Length4 4
3-2-26 Default Gateway1 Default gateway 1 XXXXXXXXXXXXXXXX
XXX XXXX X XXX XXXX
3-2-27 Default Gateway2 Default gateway 2 XXXXXXXX X XXX XXXX
XXXXXXXX X XXX XXXX
3-2-28 Default Gateway3 Default gateway 3 XXX XXX XXXXXXXX
XXXX XXX XXXXXXXX
3-2-29 Default Gateway4 Default gateway 4 XXX X XXX X XXX XXXX
XXXXXXXX X XXX XXXX
3-2-30 Manual Setting Manual Setting Enable/Disable
3-2-31 IP Address IP Address XXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXX
3-2-32 Subnet Prefix Length Subnet Prefix Length XXX
3-2-33 IPsec IPsec setting Active
3-2-34 Security Protocol Security method ESP/ESP & AH/AH
3-2-35 Wireless LAN DRX Discontinuous recep- Enable/Disable
tion (wireless LAN)
3-3 Wireless Direct Operation mode for Enable/Disable
Wireless Direct
3-3-1 MAC Address MAC address XXXXXX XX XX XX
3-3-2 Connection Connection status Active/lnactive
3-3-3 SSID SSID Wireless Direct network name (SSID)
3-3-4 Password Password Wireless Direct password (10 alphanumeric characters)
3-3-5 Channel Channel 3
3-3-6 Encryption Encryption method AES
3-3-7 Authentication Authentication method | WPA2-PSK
3-3-8 TCP/IPv4 TCP/IPv4 Enable
3-3-9 IP Address IP address XXX XXX XXX XXX
3-3-10 Subnet Mask Subnet mask XXX XXX XXX XXX
3-3-11 Default Gateway Default gateway XXX XXX XXX XXX
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3-3-12 TCP/IPv6 TCP/IPv6 Enable/Disable
3-3-13 Link Local Address Link local address XXXXXXXX XX XX XXXX
XK EXXXX XXX XXX X
3-3-14 Link Local Prefix Link local prefix length | XXX
Length
3-3-15 IPsec IPsec setting Active
3-3-16 Security Protocol Security method -
3-3-17 Wireless LAN DRX Discontinuous recep- Enable/Disable
tion (wireless direct)
4 Wired LAN Wired LAN Enable/Disable
4-1 MAC Address MAC Address XXXXXXXXXX XX
4-2 Connection Connection Active/lnactive
4-3 TCP/IPv4 Operation mode for Enable
TCP/IPv4
4-4 IP Address IP Address XXX XXX XXX XXX
4-5 Subnet Mask Subnet Mask XXX XXX XXX XXX
4-6 Default Gateway Default Gateway XXX XXX XXX XXX
4-7 TCP/IPv6 Operation mode for Enable/Disable
TCP/IPv6
4-8 Link Local Address Link Local Address XXX XXX X XXX XXX X
XXX XXX XXXXEXXXX
4-9 Link Local Prefix Link Local Prefix XXX
Length Length
4-10 Stateless Address1 Stateless Address1 XXXXXXXX XX XX XXXX
XXXX XXX XXX XXX X
4-11 Stateless Prefix Stateless Prefix XXX
Length1 Length1
4-12 Stateless Address2 Stateless Address2 XXX X XXX XXX XX XXX
XXX XXX XXXXKEXXXX
4-13 Stateless Prefix Stateless Prefix XXX
Length2 Length2
4-14 Stateless Address3 Stateless Address3 XXXXXXXX XX XX XXXX
XXXX XXX XXX XXX X
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4-15 Stateless Prefix Stateless Prefix XXX
Length3 Length3
4-16 Stateless Address4 Stateless Address4 XXXXXXXXXXXXXXXX
XXX XXXX X XXX XXXX
4-17 Stateless Prefix Stateless Prefix XXX
Length4 Length4
4-18 Default Gateway1 Default Gateway1 XXX XXX XXXXXXXX
XXXX XXX XXXXXXXX
4-19 Default Gateway?2 Default Gateway?2 XXX X XXX X XXX XXXX
XXXXXXXXX XXX XXXX
4-20 Default Gateway3 Default Gateway3 XXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXX
4-21 Default Gateway4 Default Gateway4 XXX XXXX XXX XXXX
XXXXXXXXXXXXXXXX
4-22 Manual Setting Manual Setting Enable/Disable
4-23 IP Address IP Address XXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXX
4-24 Subnet Prefix Length Subnet Prefix Length XXX
4-25 IPsec IPsec Active
4-26 Security Protocol Security Protocol ESP/ESP & AH/AH
4-27 Wired LAN DRX Wired LAN DRX Enable/Disable
5 Other Settings Other settings -
5-1 Printer Name Printer name Printer name (Up to 15 alphanumeric characters)
5-2 Wireless Direct Dev- Device name for wire- | Device name for wireless direct (Up to 32 alphanumeric
Name less direct characters)
5-4 WSD Printing WSD printing setting Enable/Disable
5-5 WSD Timeout Timeout 1/5/10/15/20 [min]
5-6 LPD Printing LPD printing setting Enable/Disable
5-7 RAW Printing RAW printing setting Enable/Disable
5-9 Bonjour Bonjour setting Enable/Disable
5-10 Bonjour Service Name [ Bonjour service name | Bonjour service name (Up to 52 alphanumeric characters)
5-11 LLMNR LLMNR setting Enable/Disable
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5-12 SNMP SNMP setting Enable/Disable
5-13 PictBridge Commun. PictBridge Communica- | Enable/Disable
tion
5-14 DNS Server Obtain DNS server ad- | Auto/Manual
dress automatically
5-15 Primary Server Primary server address [ XXX XXX XXX. XXX
5-16 Secondary Server Secondary server ad- | XXX XXX XXX XXX
dress
5-17 Proxy Server Proxy server setting Enable/Disable
5-18 Proxy Address Proxy address XXXXXXXXXXXXXXXXXXXX
5-19 Proxy Port Proxy port specification |1 to 65535
5-20 Cert. Fingerprt(SHA-1) | Certificate finger- XXXXXXXX XXXXXXXX XXXXXXKX
print(SHA-1) XXXXXXXX XXXXXXXX
5-21 Cert. Fin- Certificate finger- XXXXXXXX XXXXXXXX XXXXXXXX XXXXXXXX
gerprt(SHA-256) print(SHA-256) XXXXXXXX XXXXXXXX XXXXXXXX XXXXXXXX
7 Web Services Web Services -
7-1 Unsent Usage Logs Number of unsentus- |0 to 200
age logs
7-2 Usage Log Last Sent Last date when usage | XXXXXXXX
log was sent
7-3 Web Service Status Registration status Not set/Disabled/Registration pending/Registered
7-4 Log Transmission Sta- | Transmission result Not activated/Processing/Server error/Connection error/

Timeout error/Error/Awaiting server response/Active

("XX" represents alphanumeric characters.)
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Reconfiguration Method of LAN Connection/Reconfiguration
Method of Wi-Fi Connection

= Reconfiguration Method of LAN Connection
= Reconfiguration Method of Wi-Fi Connection

I Reconfiguration Method of LAN Connection
Follow either procedure below to change LAN connection method (wired or wireless).

¢ For Windows:

o Redo setup from the web page.

o Select Enable for Enable/disable Wired LAN or Enable/disable Wi-Fi from LAN settings in the
LCD menu.

After that, perform settings on the Network Settings screen on IJ Network Device Setup Utility.

For details, refer to Performing/Changing Wi-Fi Settings or Performing/Changing Wired LAN
Connection (Ethernet Cable) Settings.

¢ For macOS:

Redo setup from the web page.

I Reconfiguration Method of Wi-Fi Connection
Follow either procedure below to change Wi-Fi connection method (infrastructure or wireless direct).

¢ For Windows:

o Refer to Changing the Connection Mode.
o Perform settings on the Network Settings screen on IJ Network Device Setup Ultility.

32 Important
» Before you perform settings using IJ Network Device Setup Utility, change the printer settings

following the procedure below.

1. Check that printer is turned on.

2. Select LAN settings on HOME screen and press the OK button.

If you specify the administrator password, enter the password.

3. Select Wi-Fi and press the OK button.
4. Select Settings and press the OK button.

5. Select Wi-Fi setup and press the OK button.
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6. Select Easy wireless connect and press the OK button.

7. Check message and press the OK button.

Follow instructions on your computer, smartphone or tablet.
8. If message saying setup is completed appears, press the OK button.

¢ For macOS:

Refer to Changing the Connection Mode.
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I Connecting with Wireless Direct

You can connect devices (e.g. computer, smartphone, or tablet) to the printer by two methods below.
» Wireless connection (connecting devices via a wireless router)
« Direct wireless connection (connecting devices using Wireless Direct)

This section describes Wireless Direct, which allows you to print by connecting the devices to the printer
directly.

Follow the procedure below to set up and use Wireless Direct.
1. Preparing the printer.

= Changing Printer Setting to Use Wireless Direct

2. Preparing a device to connect to the printer.
= Changing Settings of a Device and Connecting It to the Printer
3% Important

* You can connect up to 5 devices to the printer at the same time with Wireless Direct.

» Check the usage restrictions and switch the printer to the Wireless Direct.

= Restrictions

I Changing Printer Setting to Use Wireless Direct
1. Make sure the printer is turned on.

2. Select LAN settings on HOME screen and then press the OK button.

= Setting Items on Operation Panel

3. Select Wireless Direct and then press the OK button.
4. Select Settings and then press the OK button.
5. Select Enable/disable Wireless Direct and then press the OK button.

6. Check displayed message, select Yes and then press the OK button.

After Wireless Direct is enabled, the identifier (SSID), etc. when using the printer with wireless direct
connection are displayed.

You can check various settings of wireless direct.
»» Note

» The password is required when connecting a device to the printer. Depending on the device you
are using, no password is required.
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* When you connect a Wi-Fi Direct compatible device to the printer, select the device name
displayed on the LCD from your device.

* To change the identifier (SSID) and the password, see below.

= Changing Wireless Direct Setting

I Changing Settings of a Device and Connecting It to the Printer

1. Turn on Wi-Fi function on your device.

Enable "Wi-Fi" on your device's "Setting" menu.

For more on turning on Wi-Fi function, see your device's instruction manual.

2. Select "DIRECT-XXXX-PRO-300 series" ("X" represents alphanumeric characters) from
list displayed on your device.

2> Note
+ If "DIRECT-XXXX-PRO-300 series" does not appear on the list, Wireless Direct is not enabled.

See Changing Printer Setting to Use Wireless Direct to enable Wireless Direct.

3. Enter password.

Your device is connected to the printer.

2> Note
* Check the password for the Wireless Direct.
1. Select LAN settings on the Home screen and then press the OK button.
2. Select Wireless Direct and then press the OK button.
3. Select Show password and then press the OK button.

» Depending on the device you are using, entering the password is required to connect a device
to the printer via Wi-Fi. Enter the password specified for the printer.

« If your Wi-Fi Direct compatible device is set to prioritize using Wi-Fi Direct and it is connecting
to the printer, the printer displays a confirmation screen asking if you allow the device to
connect to the printer.

Make sure the name on the LCD is the same as that of your wireless communication device
and select Yes.

I Changing Wireless Direct Setting

Change the settings for the Wireless Direct following the procedure below.

1. Select LAN settings on the HOME screen and then press the OK button.
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2. Select Wireless Direct and then press the OK button.

3. Select Settings and then press the OK button.

Wireless Direct settings

Enable/disable YWireless Direct

Change 55ID/device name

Change password

Connection request confirmation

Advanced

* Change SSID/device name
Change the identifier (SSID) for Wireless Direct.

The identifier (SSID) is the printer's name (device name) displayed on a Wi-Fi Direct compatible
device.

Follow the procedure below to change the identifier (SSID).
> To set manually
1. Press the OK button to enter the input screen.
2. Enter the identifier or printer name.
3. Confirm the inputted content and select OK.
> To set automatically
1. Select Auto update.
2. Check displayed message and select Yes.
* Change password
Change the password for Wireless Direct.
> To set manually.
1. Select Change manually.
2. Press the OK button to enter the input screen.
3. Enter the new password (10 characters).
4. Confirm the inputted content and select OK.
> To set automatically
1. Select Auto update.
2. Check displayed message and select Yes.
» Connection request confirmation

Change the confirmation screen setting when a Wi-Fi Direct compatible device is connecting to
the printer.

If you want the printer to display the screen to inform you a Wi-Fi Direct compatible device is
connecting to the printer, select Yes.

173



32 Important

» To prevent an unauthorized access, we recommend you should select the setting to display
the confirmation screen.

»>» Note

* If you change the Wireless Direct setting of the printer, also change the wireless router setting of the
device.

174



I IJ Network Device Setup Utility (Windows)

» |J Network Device Setup Utility

¥

Starting Up IJ Network Device Setup Utility

¥

Diagnosing and Repairing Network Settings

¥

Performing/Changing Network Settings

¥

List of Models Which Does Not Support Diagnosis and Repair Function

¥

List of Models Which Does Not Support IPv6 Configuration via USB Connection
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I IJ Network Device Setup Utility

IJ Network Device Setup Utility allows you to diagnose or repair the network status, and to perform printer
settings on network.

Use IJ Network Device Setup Utility for:

» Searching printers on network and performing initial network setup for detected printers

» Performing initial network setup by connecting the printer and computer using a USB cable (Not
available for some models)

» Changing printer network settings

+ Diagnosing the settings of the printer and those of computer on which 1J Network Device Setup Utility is
installed if anything is wrong with connection. In addition, IJ Network Device Setup Utility repairs the
status of the printer and computer (Not available for some models).

32 Important

» Depending on the printer you are using, an administrator password is already specified for the printer at
the time of purchase. When you change the network settings, authentication by the administrator
password is required.

For details:
= Administrator Password
For improving security, we recommend to change the administrator password.

= Change Administrator Password

» To use the printer over LAN, make sure you have the equipment necessary for the connection type,
such as a wireless router or a LAN cable.

* When you install IJ Network Device Setup Utility, disable block function of firewall.

» Do not change network settings using |J Network Device Setup Utility while printing is in progress.
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I Starting Up IJ Network Device Setup Utility

Start up IJ Network Device Setup Utility as shown below.

» In Windows 10, select Start > (All apps > ) > Canon Utilities > IJ Network Device Setup Utility.

* In Windows 8.1 or Windows 8, select IJ Network Device Setup Utility on the Start screen to start IJ
Network Device Setup Utility. If IJ Network Device Setup Utility is not displayed on the Start screen,
select the Search charm and search for "IJ Network Device Setup Utility".

* In Windows 7 or Windows Vista, click Start and select All Programs, Canon Utilities, IJ Network
Device Setup Utility, and then IJ Network Device Setup Ultility.

When you start up IJ Network Device Setup Utility, a message appears. Check the message and select
Yes. The screen below appears.

#® Cenon U Netwoark Device Setup Uility #
e B

(@A s

W=l 1)

b S

“uwy

B |
[ Diagnose and Repair ] Frinter Metwork Setup

Cnline Manuwal

Select Diagnose and Repair or Printer Network Setup on the displayed screen.
* If you select Diagnose and Repair:

= Diagnosing and Repairing Network Settings

* If you select Printer Network Setup:

= Performing/Changing Network Settings
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I Diagnosing and Repairing Network Settings

IJ Network Device Setup Utility diagnoses and repairs computer settings or connection between the
computer and printer when a problem (e.g. cannot print from a printer on the network) occurs.

32 Important
+ Some models do not support diagnosis and repair function.
For details:

= List of Models Which Does Not Support Diagnosis and Repair Function

Follow the procedure below.

1. Start up |J Network Device Setup Utility.

2. Check the displayed message and select Yes.

3. Select Diagnose and Repair on the displayed screen.

Perform operations following the instructions on the screen.

»» Note

+ This function checks the following items:
» whether the computer is connected to the router
+ whether a web page on the Internet can be viewed
» whether the printer can be detected on the network
» whether the signal strength or communication level is sufficient (when using Wi-Fi)
» whether the printer port setting matches with the network setting
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I Performing/Changing Network Settings

» Canon IJ Network Device Setup Utility Screen

» Performing Network Settings
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I Canon IJ Network Device Setup Utility Screen

= |tems on Canon |J Network Device Setup Utility Screen
= Menus on Canon IJ Network Device Setup Utility Screen
= |tems on Canon |J Network Device Setup Utility Screen Toolbar

I Items on Canon |IJ Network Device Setup Utility Screen

The screen below appears when you start up IJ Network Device Setup Utility and select Printer Network
Setup. Detected printers are listed on the screen and the items below are shown.

A B C D E F G H | J

Your compler s prinbes can be used oa the melwork.
To check ar change the seftings, select from the [Printer Sektings] menu

3 pristerii)

A: Product Name

Displays the product name of detected printer. The icon below appears on the left if the printer cannot
be used.

“: Appears when the printer requires setup or has not been configured.
IP : Appears when the IP address is duplicated to another printer.
: Appears when you cannot communicate with the printer.

»>» Note

« If a printer you want to use is not detected, try to set the criteria for printer search.

= Setting Criteria for Printer Search/Searching Specific Printer

* Right-clicking a printer displays setting items or items to confirm.

B: Serial Number (Last 5 Digits)
Displays the last five digits of printer's serial number.

C: Status
Displays the printer status as shown below.

+ Available
Indicates the printer is available.

» Setup Completed
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Appears after performing network setup and clicking Set to close the window.

Requires Setup
Indicates the printer is required to perform Wi-Fi setup.

= Performing/Changing Wi-Fi Settings

* Not Set

Indicates the printer cannot be used on network, or IPv6 is disabled. Specify an IP address or
enable IPv6 on Network Settings....

= Performing/Changing Wi-Fi Settings

* IP Address Overlap
Indicates the IP address is duplicated to another printer.
* Unknown
Indicates the printer recognized as Available in the past cannot be used currently.

»» Note

 If USB is selected from the pulldown menu on the toolbar, nothing is displayed.

D: IP Address
Displays the printer IP address. Nothing is displayed if the printer status is Requires Setup.

»» Note

« If USB is selected from the pulldown menu on the toolbar, "-" is displayed.

E: Location
Displays the printer location if it is registered. Nothing is displayed if the printer status is Requires
Setup.

»» Note

 If USB is selected from the pulldown menu on the toolbar, nothing is displayed.

= Assigning Printer Information

F: Connection Method
Displays printer connection method (wired LAN, Wi-Fi, or USB).

»» Note

 If USB is selected from the pulldown menu on the toolbar, USB is displayed.

+ If the printer supports both of the LAN connection methods, the printer is recognized as two
printers and they are displayed separately. (The same numbers are displayed on Serial Number
(Last 5 Digits).)

+ If the printer does not support wired LAN, wired LAN is not displayed.

+ If you are using IJ Network Device Setup Utility on the computer which does not support Wi-Fi,
Wi-Fi is not displayed.

G: Setting Method
Displays printer setting method.

* Auto
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Appears if the printer is used by IP address specified automatically.
* Manual
Appears if the printer is used by IP address specified manually.

»» Note

* If USB is selected from the pulldown menu on the toolbar, "-" is displayed.

H: MAC Address
Displays the MAC address of the detected printer.

»» Note

 If USB is selected from the pulldown menu on the toolbar, "-" is displayed.

I: Device Name
Displays the printer device name if it is registered.

»» Note

* If USB is selected from the pulldown menu on the toolbar, nothing is displayed.
» The printer with Requires Setup displayed on Status is not displayed.

= Assigning Printer Information

J: IPv6
On appears when an IPv6 address is assigned for the printer.

»>» Note

 If USB is selected from the pulldown menu on the toolbar, "-" is displayed.

K: Displays the printer status and operation guides.
Selecting a printer from the printer list displays its current status and what to do next.

I Menus on Canon IJ Network Device Setup Utility Screen

This section describes menus on Canon IJ Network Device Setup Utility screen.

A ? C IZI'.II

& Canon I Network DevicelSetup Wility

Printer SE‘Iingsl [‘u’ie’.n-] |Dptinn] [I—!Elp]
 + Mo IPv4 = | P

A: Printer Settings menu
= Printer Settings Menu

B: View menu
= \iew Menu

C: Option menu
= Option Menu
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D: Help menu
= Help Menu

I Items on Canon |IJ Network Device Setup Utility Screen Toolbar

This section describes items on Canon IJ Network Device Setup Utility Screen toolbar.

& Canon ) Network Device Setup Utility

Printer Settings View Option Help

CEhCa—

A B C D E
A: Perform wired or Wi-Fi setup.
»» Note

» This item has the same function as Network Settings... in the Printer Settings menu.

B: Redetects printers.

»>» Note

» This item has the same function as Update in the View menu.

C: Stops detecting printers.
3> Note

* This item has the same function as Cancel in the View menu.

D: Switches the printer list. (IPv4, IPv6, or USB printers)
2> Note

» This item has the same function as Switch View in the View menu.
* You can also display the USB connected printer list. (Not available for some models.) In this
case, select USB.

E: Displays this guide.
¥>» Note

 This item has the same function as Online Manual in the Help menu.
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I Performing Network Settings

» Performing/Changing Wired LAN Connection (Ethernet Cable) Settings
» Performing/Changing Wi-Fi Settings

» Assigning Printer Information
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Performing/Changing Wired LAN Connection (Ethernet Cable)
Settings

Follow the procedure below to perform/change wired LAN settings.

»» Note

» For some models, you can perform network setup for a USB connected printer using IJ Network Device
Setup Utility. Select USB on Switch View under the View menu to display printers for which you can
perform setup.

1. Start up |IJ Network Device Setup Ultility.

2. Check the displayed message and select Yes.

3. Select Printer Network Setup on the displayed screen.

Detected printers are listed.

4. Select printer to perform/change settings from printer list.

Select the printer with Wired LAN displayed on Connection Method and Available displayed on Status
to perform settings.

You can perform settings for a printer with Available not displayed on Status via USB connection.

To perform setup for a USB connected printer, select USB from the pulldown menu on the toolbar and
select the printer to perform/change settings.

5. Select Network Settings... on Printer Settings menu.

The Confirm Printer Password screen appears.

For more on the password, refer to Administrator Password.
»» Note

* Clicking the ¥ icon allows you to perform/change settings.
+ If you select a USB connected printer on step 4, the screen below appears after the Confirm
Printer Password screen appears

Cannectian Methad X

21'\%red LAN
'HR

)4 Cancel

Select Wired LAN and click OK.

6. Enter password and click OK.

The Network Settings screen appears.
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7. Perform/change settings.

You can switch the screen between IPv4 and IPv6. Click the tab to switch the protocol.

» |Pv4 settings

Mt ek St g ("Ml LAMN] X
s I ¥
[.'I-:ﬂ' | & 2:1:'a=‘ta.ﬂ:r;rnh'} B
_Usa nast T addrees

Cance Hein

A: Use IPv4 address
Always selected. (displayed in a gray out state)

B: Get IP address automatically
Select this option to use an IP address automatically assigned by a DHCP server. DHCP
server functionality must be enabled on your router.

C: Use next IP address
Select this option if no DHCP server functionality is available in your setup where you use the
printer, or you want to use a fixed IP address.

Enter the IP address, subnet mask, and default gateway.
+ |Pv6 settings
»» Note

* If you select a USB connected printer on step 4, you cannot perform IPv6 settings depending
on the printer you are using.

For details, see List of Models Which Does Not Support IPv6 Configuration via USB
Connection.
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Plarte ok Sattingi "firadd LAN X

[T B

| & Lea Tt address F

Link-Local Address

Cance Help

A: Use IPv6 address
Select when you use the printer with IPv6 environment.

B: Use Stateless Address:
Select when you use an IP address assigned automatically. Use a router compatible with
IPV6.

»» Note

» This setting item is not available depending on the printer you are using.

C: Use Manual Address:
Select this option if no DHCP server functionality is available in your setup where you use the
printer, or you want to use a fixed IP address.

Enter the IP address and IP address prefix length.
3> Note

+ This setting item is not available depending on the printer you are using.

D: Use DHCPv6:
Select when you obtain an IP address using DHCPV6.

»» Note

+ This setting item is not available depending on the printer you are using.

8. Click Set.
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I Performing/Changing Wi-Fi Settings

Follow the procedure below to perform/change Wi-Fi settings.

22 Important

» Enable Easy wireless connect (Cableless setup) before performing printer setup. (Not required if you
change the IP address.) For details, search for "NR049" on your printer's online manual and see the
page shown.

+ If you use a printer over the Wi-Fi, we highly recommend you perform security settings for Wi-Fi
network using WPA/WPAZ2 from the viewpoint of security.

»» Note

» For some models, you can perform network setup for a USB connected printer using IJ Network Device
Setup Utility. Select USB on Switch View under the View menu to display printers.

1. Start up |J Network Device Setup Ultility.

2. Check the displayed message and select Yes.

3. Select Printer Network Setup on the displayed screen.

Detected printers are listed.

4. Select printer to perform/change settings from printer list.

Select the printer with Wi-Fi displayed on Connection Method and Available or Requires Setup
displayed on Status to perform settings.

You can perform settings for a printer with Available or Requires Setup not displayed on Status via
USB connection.

To perform setup for a USB connected printer, select USB from the pulldown menu on the toolbar and
select the printer to perform/change settings.

5. Select Network Settings... on Printer Settings menu.
The Confirm Printer Password screen appears.
For more on the password, refer to Administrator Password.

»» Note

* Clicking the Tk icon allows you to perform/change settings.
« If you select a USB connected printer on step 4 and the selected printer is compatible with wired
LAN, the screen below appears after the Confirm Printer Password screen appears

Lannection Methad x

Zrired LAN
LR

oK Cancel

188



Select Wi-Fi and click OK.

6. Enter password and click OK.

The Network Settings screen appears.

7. Perform/change settings.
You can switch the screen between IPv4 and IPv6. Click the tab to switch the protocol.

* |Pv4/IPv6 settings

Blatwoik Satlings [45-Fi] Ed
Hetwaork Type:
80 [rafrastructurs A
Cbwect I B
Metwork Hama (5510} | Il&]— C
Enmryphon Type: I I
L D
L I ¥

o Gat P address automaticaly

' Usa nast B addres

A: Network Type:
Select the Wi-Fi mode.

o Infrastructure
Connects the printer to the Wi-Fi with a wireless router.
o Direct

Connects the printer to wireless communication devices (smartphone or tablet) without a
wireless router.

»» Note

« If Wi-Fi is enabled on the computer and if you select a USB connected printer on step
4, you can select Direct depending on the printer you are using.

« If Direct is selected, all items are displayed in a gray out status and you cannot
perform any settings.

In addition, you cannot connect to Internet from your computer depending on your
operating environment.

B: Network Name (SSID):
The network name (SSID) of the Wi-Fi currently used is displayed.
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The network name (SSID) for Wireless Direct appears while in Wireless Direct.

C: Search...
The Detected Wireless Routers screen is displayed to select a wireless router to connect to.
For a wireless router already connected to the computer, Available is displayed on
Communication Status.

If you select a wireless router with Not Connected on Communication Status from the list,
clicking Set displays the WPA/WPA2 or WEP setting screen for a wireless router.

= |f WEP Details Screen Appears
= |[f WPA/WPAZ2 Details Screen Appears

D: Encryption Type:
Displays the encryption method used over the Wi-Fi.

 |Pv4 settings

3> Note
* The setting items below are available only when Infrastructure is selected for Network
Type:.
If Direct is selected, all items are displayed in a gray out status and you cannot perform any
settings.
Patwoik Stlings (A5-Fi] b

Hatwark Type:
W0 Infrastructune
CDrect

Metwnornk Mams (S50} Saarch.

Encrypbon Types

P g
['I"r:r P address 2.17-'.1-.'rnh] E

A Usa nast B address

A: Use IPv4 address
Always selected. (displayed in a gray out state)

B: Get IP address automatically
Select this option to use an IP address automatically assigned by a DHCP server. DHCP
server functionality must be enabled on your wireless router.

C: Use next IP address
Select this option if no DHCP server functionality is available in your setup where you use the
printer, or you want to use a fixed IP address.
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Enter the IP address, subnet mask, and default gateway.
* |Pv6 settings
2> Note

* If you select a USB connected printer on step 4, you cannot perform IPv6 settings depending

on the printer you are using.

For details, see List of Models Which Does Not Support IPv6 Configuration via USB
Connection.

* The setting items below are available only when Infrastructure is selected for Network
Type:.
If Direct is selected, all items are displayed in a gray out status and you cannot perform any

settings.

Plitwoik Sattings (A5-Fi] X

Hetwork Type:
& Infrastrcture
O Drect

Hatwork Mama (S50} Saarch.—.

Encryphion Tyse:

P e

=] Use 7t address ',' A

Link-Local Address:

e |

A: Use IPv6 address
Select when you use the printer with IPv6 environment.

B: Use Stateless Address:
Select when you use an IP address assigned automatically. Use a router compatible with

IPV6.
»» Note

» 