
 

  

 

 

9.7-inch LCD Display 

Swordfish 2nd Display 

 

 
 
 
 

Features 

 Resolution 1024 x 768, aspect ratio 4:3 

 Robust and slim design with built for projected capacitive touch reliability 10 points touch 

 Installation flexibility with mounting in portrait, landscape, and table-top orientation 

 Sealed touch screen against falling dirt, dust, and splashing water 

 Energy-saving using LED technology 

 Metal back cover for optimal thermal dissipation 

 Small footprint desktop stand satisfies space-saving working requirement  

 Adjustable angle up to 90 degree and rich I/O ports  

 Individual OSD control button with key lockable and power indicator 

 Aluminum stand with VESA mounting 75x75mm 

 Green packing with recycle corrugated fiberboard paper  

 Optional AR, AG, AF, AS coating to fulfill different application 

 Three-year standard product warranty 

 Made in Taiwan 



 

  

 

 
Specifications  

Model Number CA-DC-124 

Color Black 

Display Type 9.7" TFT LCD with LED Backlight 

Aspect Ratio 4:3 

Resolution 1024x768 

Brightness(Typical) 350nits 

Contrast Ratio (Typical) 500:1 

Response Time (Typical) 20msec 

Viewing Angle (Typical) Horizontal 140°; Vertical 130° 

Front Bezel Style 
True-flat PMMA Cover Lens 

Projected Capacitive Touch (10 points) 

I/O Connectivity 

D-sub 15pin VGA 

DVI-D 

Audio Line-in 

+12V DC Wall Mount Power Adapter 

USB type B (for PCAP TP model) 

Power Consumption   5.2W 

Speaker (Optional) 1x2W 

LED Life Time 30,000hours 

Temperature  
Operation 0℃ to +40℃ 

Storage -10℃ to +50℃ 

Humidity  
Operation 20 to 80% 

Storage 10 to 90% 

Dimension (W*H*D) mm 

Display Only 245 x 195 x 31 mm 

w/ Pole Stand 245 x 217 x 130 mm 

w/ L Type Stand 245 x 209 x 128 mm 

Mounting Option VESA 75x75mm 

Regulatory Approval FCC, CE, LVD, ROHS 

 


