
Rally Bar Huddle

Logitech Rally Bar Huddle is a premium all- in-one video bar for huddle and small meeting 
rooms. Designed to deliver equitable video conferencing meetings with ease, Rally Bar 
Huddle is quick to set up, simple to manage, and easy to integrate with Tap IP through 
CollabOS.

FEATURES
ENABLE EQUITABLE MEETINGS: Ensure everyone can be seen and heard clearly during 
hybrid meetings. AI video intelligence, advanced sound pickup, noise suppression, and 
ongoing software improvements provide a clear and natural meeting experience for 
remote workers.
SET UP IN MINUTES: Designed to deliver video meetings with ease, Rally Bar Huddle is quick 
to set up, simple to manage, and easy to integrate with Tap IP through CollabOS. Plus, use 
the included Multi Mount to mount Rally Bar Huddle one of three ways; on the wall, on the 
table, or above the display.
WORKS WITH YOUR PREFERRED PLATFORM: Rally Bar Huddle works with most platforms 
you use to connect hybrid teams, ensuring an effortless experience from the home to the 
office, and everywhere in between.
3 WAYS TO DEPLOY: Use Rally Bar Huddle in USB mode, appliance mode, or connect via 
laptop.
COMMITTED TO SUSTAINABILITY: Logitech is committed to creating a more sustainable 
world. We are actively working to minimize our environmental footprint and accelerate the 
pace of social change.

WHAT’S IN THE BOX
Rally Bar Huddle
Multi-Mount
Power supply
AC power cord
HDMI cable
USB cable
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PACKAGE SPECIFICATIONS
Primary pack Master shipper carton

Part # 960-001501 N/A

Bar code 5099206115170 (EAN-13) 50992061151713 (SCC-14)

Weight gr 3208 7055

Length cm 62.9 64.1

Width cm 19.7 24.5

Height/depth cm 11.8 22

Volume 14.6 dm3 0m3

1 primary pack 1 N/A

1 master shipper carton 2 1

1 pallet EURO 70 35

1 container 20 ft 1560 780

1 container 40 ft 3360 1680

1 container 40 ft HQ 3696 1848

SYSTEM REQUIREMENTS
Internet Connection: Wired or wireless
USB Mode: Windows 11, Windows 10, the two most recent versions of macOS
Appliance Mode: Room solution software license (not included)

TECHNICAL SPECS
General Specifications
Builtin Components: 6 DMIC microphone array, digital PTZ camera, 1 full range ported 
speaker, cable management & retention system, multi functional mount, integrated 
motorized privacy shutter, Logitech CollabOS platform
Enclosure: Allin-one enclosure with field replaceable front cover
Device Management: Logitech Sync
Displays Supported: 1 (2nd display support is coming soon)
Display Resolution: Up to 1080p
Network Protocol Support: IPv4, IPv6
Proxy Support: IP based Proxy, FQDN based Proxy, Proxy using PAC file
DIMENSIONS
Width 549.6 mm (21.6 in)
Height  78.9 mm (3.1 in)
Depth   76.0 mm (3.0 in)
Weight: 3.9 lbs (1.8 kg)
Camera
Digital Pan: ±48° at 4x zoom
Digital Tilt:  ±32° at 4x zoom
Zoom: 4X HD digital zoom
Diagonal Field of View: 120°
Horizontal Field of View: 113°
Vertical Field of View: 80°
Speakers
Driver: 55 mm with bass reflex enclosure and patented suspension design
Sensitivity: 83 dB SPL @1W +/2dB t 1 meter
Rated Power: 8WTHD: 1kHz <2% at 1W
Speaker Sampling Rate: 48KHz
Impedance: 4 Ohms
Microphones
Frequency Response: 90Hz – 16kHz
Sensitivity: 36dBFS +/-1 dB @ 1Pa
Microphone data rate output: 48 kHz
Pickup Range: Up to 23 ft (7m)
Beamforming Elements: Six omnidirectional digital MEMS microphones forming five 
adaptive acoustic broadside beams
Audio processing: AEC (Acoustic Echo Cancellation), VAD (Voice Activity Detector)
Noise suppression: AI based denoising algorithm
Interfaces
HDMI Out: 1
HDMI In: 1
USB: 1x Type A, 1x Type C
Network: 10/100/1G Ethernet
WiFi: 802.11a/b/g/n/ac
Power and Cables
Power supply: Autosensing
Operating Voltage/Power: 100240V, 19V, 2.1A
Power Supply Dimensions: 4.48 in (114 mm) x 1.85 in (47 mm) x 1.27 in (32.3 mm)
DC Cable: 5 ft (1.5 m)
AC Cable: 4.9 ft (1 m)
HDMI 1.4 Cable: 6.5 ft (2 m)
USB A to USB C 3.0 Cable: 7.2 ft (2.2 m)
Environmental
Operating Temperature: 0 to 40°C
Storage Temperature: 25 to 70°C
Humidity: 10 to 90%
Security
Full Disk Encryption:
Data Encryption:
Device Identity:
Device Access:
Key Protection:
Accessories
Covers: Rally Bar Huddle Front CoverCleanable, Off-White Fabric
Mounts: Wall Mount for Video Bars, TV Mount for Video Bars
Touch Controller: Logitech Tap and Tap IP
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