
 
HigHligHts

iOS compatible

Android compatible

High performance scanning

Bluetooth 2.1

Ultra compact

Programmable

IP 54

1,8 meter drop resistant
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Data cOllectORs>

PX-20 2D data collector



OperatiOn

cPU: RX62N 32-bit McU O/s: Proprietary sOftwaRe: Multiple applications availa-

ble (also programmable in c-language. free software development kit with free 

RX compiler) Rtc: supports year, month, day, hour, minute, second (leap year 

supported)

MeMOry

flasHROM: 512 kB RaM: 96 kB eXteRNal flasHROM: 1024 kB 

Operating indicatOrs

VisUal: 1 leD (red/green/blue) NON-VisUal: Buzzer

Operating keys 

eNtRy OPtiONs: 2 keys total, 1 function key, 1 scan key

cOMMunicatiOn 

UsB: MicroUsB, VcP BlUetOOtH: Ver. 2.1, sPP, HiD, ssP, 1 to 1 connection, master 

/ slave mode, authentication and encryption

pOwer 

OPeRatiNg tiMe: 20 hours (1 scan / minute incl Bluetooth communication), 35 

hours (1 scan / minute, Bluetooth not activated cHaRgiNg MetHOD: enclosed UsB 

cable

2d iMager Optics

ligHt sOURce: green aiming leD, 2 illumination red leDs scaN MetHOD: cMOs 

area sensor, 752 x 480 pixels scaN Rate: Up to 60 fps ReaDiNg PitcH aNgle: 

-50 to 0˚, 0 to +50˚ ReaDiNg skew aNgle: -50 to 0˚, 0 to +50˚ ReaDiNg tilt 

aNgle: 360˚ fOcal DistaNce: 130 mm / 5.12 in from front cURVatURe: R>20 mm

MiN. ResOlUtiON at Pcs 0.9: 0.127 mm / 5 mil MiN. Pcs ValUe: 0.30 fielD Of 

View: Horizontal 40.6˚, Vertical 26.4˚ DePtH Of fielD: at code 39, 90 - 125 mm / 

0.30 - 0.41 in (0.127 mm / 5 mil), 55 - 200 mm / 0.18 - 0.66 in (0.254 mm / 10 mil), 

* - 300 mm / * - 0.98 in (0.508 mm / 20 mil) DePtH Of fielD: at QR code, 95 - 

120 mm / 3.74 - 4.72 in (0.212 mm / 8.4 mil), 60 - 200 mm / 2.36 - 7.87 in (0.381 

mm / 15 mil) * the depth of field depends on the view angle and symbol length

suppOrted syMbOlOgies

BaRcODe (1D): UPc-a, UPc-a add-on, UPc-e, UPc-e add-on, eaN-13, eaN-13 add-

on, eaN-8, eaN-8 add-on, JaN-8, JaN-13, code 39, tri-Optic, codabar (Nw-7), 

industrial 2 of 5, interleaved 2 of 5, s-code, iata, code 93, code 128, Msi/Ples-

sey, Uk/Plessey, telePeN, Matrix 2of5, code 11, gs1 DataBar, gs1 DataBar limited, 

gs1 DataBar expanded, composite gs1-DataBar, composite gs1-128, composite 

eaN, composite UPc POstal cODe: chinese Post, korean Postal authority code 

2D cODe: PDf417, MicroPDf417, codablock f, QR code , Micro QR code, DataMatrix 

(ecc 0 - 140 / ecc 200), Maxicode (Modes 2 to 5), aztec code, chinese sensible 

code

                                                                                                                                                      

                                                                                                                                                      

                                                                                                                                                      

                                                                                                                                                      

                                                                                                                                                      

durability

teMPeRatURe iN OPeRatiON: -10 to 50 ˚c / 14 to 122 ˚f teMPeRatURe iN 

stORage: -20 to 60 ˚c / -4 to 140 ˚f HUMiDity iN OPeRatiON: 20 - 85% (non-

condensing) HUMiDity iN stORage: 20 - 85% (non-condensing) aMBieNt ligHt 

iMMUNity: fluorescent 10,000 lx max, Direct sun 100,000 lx max, incandescent 

10,000 lx max DROP test: 1.8 m / 6 ft drop onto concrete surface PROtectiON 

Rate: iP 54

physical 

DiMeNsiONs (w X H X D): 34 x 71 x 15 mm / 1.34 x 2.8 x 0.59 in weigHt BODy: ca. 

40 g / 1.4 oz (incl. battery) case: aBs, Black

regulatOry & safety

PRODUct cOMPliaNce: ce, fcc, Vcci, RoHs, Jis-c-6802 class 2, iec 60825-1 

class 2, fDa cDRH class ii, iec62471, eN60950-1, iec60950-1, eN55022, eN55024

enclOsed iteMs

UsB cable, Neck strap 

PX-20
Basic PRODUct sPecificatiONs> 
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